ROADS

General Description: Rehabilitation and stabilization of pre-existing roads is necessary to avoid erosion gullies and ponding on road surfaces due to blockage of road drainage channels by dozer line berms or by road surface degradation caused by intensive use by Suppression forces.  

Location (Suitable) Sites: All roads directly degraded or impacted by “Wildfire Suppression” activities.  See incident map.

Design/Construction Specifications:
1. Pull berm on outside edge or road including side cast material back onto the grade surface.

2. Clean “drain” ditches to restore rolling grade dip functions.

3. Harden or restore existing drainage surfaces and structures (waterbars, rolling grade dips, and natural drains) with dips or raised berms capable of facilitating existing traffic flows and vehicle types.

4. Construct rolling grade dips or waterbars as necessary to accelerate stabilization of road surfaces from suppression impacts of increased traffic levels.

5. Clean culverts inlets/outlets with backbone and/or hand crews as needed to maintain hydraulic capacity.

6. In extreme dry climates or soil conditions compaction of rolling grade dips may be difficult or impossible without the addition of water.  Soil moisture conditions should be conductive toward compaction.  Auxiliary equipment such as a water truck (with spray nozzle) may be needed to facilitate re-establishment of road conditions, which were degraded by “Wildfire Suppression” activities. 
