


Special Conditions (continued) - Permit # 62664-8-002

4. A pre-construction topographic survey on portions of easement wetlands within the temporary construction ROW is required. If
wetlands are found to be improperly restored after construction, the permittee will be required to resurvey the portions of the
wetlands in question and restore them to pre-construction elevations. Restored surface tolerances for impacted wetland basins
shall be within +/- 0.1 feet of pre-construction profiles.

The Service will have personnel on site to work with Keystone project personnel during the final reclamation phase of pipeline
construction.

Within one year from the completion of construction reclamation the Service will notify Keystone of any additional fill removal
needs or trench settling in wetlands where material may have to be added.

5. Silt barriers will be installed on all easement wetland basins (wet or dry) within the temporary construction ROW. Additionally,
easement wetlands immediately outside the temporary construction ROW that have the high likelihood of sedimentation due to
topography, ground cover and distance to construction activity will require silt barriers. Locations for silt barriers will be made
jointly by Keystone project personnel and Service personnel.

6. Keystone personnel have agreed to follow wetland construction procedures for all easement wetland crossings (see Keystone
Pipeline Project, Waterbody Crossing, TransCanada Keystone Pipeline Project Environmental Report, April 4, 2006).

7. Spill/leak response and clean up in easement wetlands will follow Keystone's Spill Pollution Prevention and Countermeasure
Plan

8. No infrastructure including pumping stations or other support machinery or buildings will be placed in easement wetlands.

9. TransCanada will be required to utilize non permeable materials to restore water retention capability in wetlands if it is
determined that construction reduced any easement wetland(s) ponding capability. If these measures do not restore ponding
capability TransCanada will be required to locate a similar wetland (s), that can be placed under Service easement to exchange
for the affected (drained or partially drained) wetland.

10. The permit measures agreed to that ensure easement wetlands will not be drained, leveled or filled (reference measures by
number) during instaliation and construction will be in effect during any maintenance or de-commissioning effort for this pipeline.

11. Additional stipulations may be added cr included to address specific concerns with individual projects or requests.
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