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Table 2.  Site number, sample date, wetted width, average depth, average velocity, site discharge, and daily discharge reported at the 
nearest USGS Gage of the sample sites during 2006 to 2008. 

 [See Table 1 for Site number, name and location; USGS Gage 08329918 used for Sites 1 and 2, USGS Gage 08330875 used for Site 3, 
USGS Gage 08331160 used for Site 4, the sum of USGS Gage 08331510 and USGS Gage 08353000 used for Site 5, and, USGS Gage 
08355490 used for Site 6; m, meter; ft, foot; s, second; footnotes identify the equation used to derive value indicated; loge, natural logarithm] 

 

Site 
Number Sample Date 

Wetted 
Width 

(m)    

Wetted 
Width 

(ft) 
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Depth 
(m) 

Average 
Depth 

(ft) 

Average 
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(m-1s-1) 

Average 
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(ft-1s-1) 

Sample Site 
Discharge 

(ft3s-1) 

USGS Gage 
Daily Discharge 

(ft3s-1) 
1  July 27 2006 40.2 132 0.68 2.22 0.47 1.55 455 637 
2  July 26 2006 78.3a 257b 0.32a 1.05c 0.47a 1.56d 452e 435 
3  July 25 2006 84.3a 277f 0.36a 1.17g 0.49a 1.60h 472i 506 
4  July 20 2006 27.4 90 0.38 1.25 0.05 0.18 22 53 
5  July 19 2006 60.0 197 0.05 0.18 0.09 0.30 12 27 
6  July 18 2006 6.8 22 0.13 0.43 0.05 0.18 35 29 
1 October 11, 2006 88a 289b 0.55a 1.80c 0.70a 2.28d 1042e 1100 
2 October 12, 2006 90.5a 297b 0.61a 1.99c 0.75a 2.47d 1308e 1400 
3 October 17, 2006 125.6 412 0.31 1.01 0.43 1.43 647 780 
4 October 16, 2006 83.0 272 0.58 1.90 0.60 1.97 1025 898 
5 October 18, 2006 56.4 185 0.59 1.93 0.52 1.71 720 508 
6 October 6, 2006 dry       0 
1 January 25, 2007 44.0 143 0.43 1.40 1.02 3.35 686 710 
2 January 24, 2007 107.3 352 0.37 1.20 0.41 1.35 642 760 
3 January 23, 2007 128.3 421 0.30 0.98 0.35 1.16 557 560 
4 February 1, 2007 107.6 352 0.37 1.20 0.41 1.35 642 691 
5 January 31, 2007 96.3 316 0.43 1.42 0.51 1.66 726 620 
6 January 30, 2007 51.0 167 0.51 1.68 0.73 2.40 729 699 
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1 April 26, 2007 61.6 202 0.37 1.21 0.46 1.51 921 764 
2 April 25, 2007 115.0 376 0.41 1.33 0.52 1.41 934 731 
3 April 24, 2007 185.0 606 0.34 1.10 0.33 1.09 715 828 
4 April 19, 2007 84.0 274 0.36 1.17 0.40 1.30 528 558 
5 April 18, 2007 96.0 315 0.46 1.50 0.54 1.77 844 653 
6 April 17, 2007 166.0 545 0.59 1.94 0.88 2.90 971 723 
1 October 31, 2007 60.4 198 0.37 1.20 0.41 1.34 365 311 
2 October 30, 2007 62.8 206 0.28 0.90 0.40 1.32 296 271 
3 October 29, 2007 101.2 332 0.22 0.72 0.31 1.03 310 314 
4 October 25, 2007 29.0 96 0.32 1.04 0.25 0.86 32 35 
5 October 24, 2007 1.7a 6j 0.04a 0.12k 0.22a 0.72l 28m 23 
6 October 23, 2007 17.0 56 0.25 0.81 0.45 1.47 67 81 
1 January 30, 2008 52.4 172 0.48 1.58 0.94 3.09 895 915 
2 January 29, 2008 100.6 330 0.40 1.32 0.51 1.68 730 829 
3 January 28, 2008 61.3 201 0.23 0.77 0.60 1.95 534 593 
4 January 24, 2008 85.3 280 0.51 1.67 0.50 1.64 789 776 
5 January 23, 2008 40.8 134 0.71 2.32 0.59 1.92 610 645 
6 January 22, 2008 51.0 168 0.38 1.24 0.76 2.49 564 583 
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1 April 16, 2008 98.4a 323b 0.79a 2.60c 0.93a 3.07d 2711e 2980 
2 April 15, 2008 99.0a 325b 0.81a 2.64c 0.95a 3.11d 2853e 3140 
3 April 14, 2008 164.2a 539f 0.69a 2.27g 0.63a 2.07h 2722i 3500 
4 April 10, 2008 105.7a 347o 0.59a 1.93p 0.61a 2.02q 2858e 2660 
5 April 10, 2008 94.3a 309n 0.87a 2.84o 0.77a 2.53p 3534q 3010 
6 April 9, 2008 56.9a 187r 0.82a 2.71s 1.01a 3.32t 2453u 2360 
1  July 16 2008 52.4 172 0.48 1.57 0.70 2.31 822 858 
2  July 15 2008 98.0 321 0.47 1.54 0.48 1.59 791 890 
3  July 14 2008 117.0 383 0.44 1.44 0.42 1.39 840 989 
4  July 10 2008 46.3 152 0.37 1.22 0.36 1.18 280 329 
5  July 09 2008 37.2 122 0.70 2.31 0.59 1.93 584 522 
6  July 08 2008 64.0 210 0.51 1.69 0.47 1.54 629 778 

 
a – conversion from feet to meters; meters = feet * 0.3048 
b = 48.4201+34.3195*loge(USGS Gage Daily Discharge (ft3s-1)) 
c = -3.8626+0.8079*loge(USGS Gage Daily Discharge (ft3s-1)) 
d = -3.2146+0.7852*loge(USGS Gage Daily Discharge (ft3s-1)) 
e = 65.898+0.8875*(USGS Gage Daily Discharge (ft3s-1)) 
f = -567.131+135.503*loge(USGS Gage Daily Discharge (ft3s-1)) 
g = -3.8626+0.8079*loge(USGS Gage Daily Discharge (ft3s-1)) 
h = 0.0865+0.243*loge(USGS Gage Daily Discharge (ft3s-1)) 
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i = 91.3534+0.7517*(USGS Gage Daily Discharge (ft3s-1)) 
j = -189.6456+62.2893*loge(USGS Gage Daily Discharge (ft3s-1)) 
k = -1.626+0.5577*loge(USGS Gage Daily Discharge (ft3s-1)) 
l = -0.4383+0.3707*loge(USGS Gage Daily Discharge (ft3s-1)) 
m= 0.512+1.174*(USGS Gage Daily Discharge (ft3s-1)) 
n = -189.6456+62.2893*loge(USGS Gage Daily Discharge (ft3s-1)) 
o = -1.626+0.5577*loge(USGS Gage Daily Discharge (ft3s-1)) 
p = -0.4383+0.3707*loge(USGS Gage Daily Discharge (ft3s-1)) 
q = 0.512+1.174*(USGS Gage Daily Discharge (ft3s-1)) 
r = -91.0047+35.7421*loge(USGS Gage Daily Discharge (ft3s-1)) 
s = -1.626+0.5577*loge(USGS Gage Daily Discharge (ft3s-1)) 
t  = -1.3148+0.5971*loge(USGS Gage Daily Discharge (ft3s-1)) 
u = -2.6037+1.0407*(USGS Gage Daily Discharge (ft3s-1)) 
 


