ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

_-.THE SZARAS COMPANIES PAGE 10f 1 DATE sAMPLES coLLEcTED: November 18, 1993
( P s Ay S
1\; { E&ILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4140 Contractor's House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 ‘ J. Kain and B. Kain 113093|
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
A1118-28 Roof 2% Chrysotile No Poor 1,500 sq. ft.
: Tar
A1118-30 Exterior north side None detected No Poor 2,5000 sq. ft.
Stucco
INTERIOR:
A1118-29 Living room north side Tile - 8% Chrysotile No Good 500 sq. ft.
Green with beige and blue streaks
9" x 9" floor tile
A1118-31 Dining room’ : Tile - 5% Chrysotile No Fair 250 sq. ft.
White with beige and brown - Mastic - 8% mixed with
o 12" x 12" floor tile Chrysotile A1118-32
( t,’ N green tile underneath Green Tile - 8%
Ny F Chrysotile
A1118-32 Dining room ' None detected No Fair Mixed with
Yellow with white flecks A1118-31
12" x 12" floor tile
Living room shelf area None detected Yes Fair 4,600 sq. ft.
A1118-33 Drywall
A1118-34 Restroom Tile - None detected No Good 25 sq. ft.
Gold with black and white flecks Mastic - 35%
12" x 12" floor tile Chrysotile
EXTERIOR:
A1 26-40 Tar on vent north end None detected No Good 200 sq. ft.
A1126-41 Roof core north end | None detected No Good 8,1000 sq. ft.

& WP
)

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.




LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLES coLLEcCTED: November 18, 1993
';‘BI;II'I.DING NUMBER BUILDING NAME BUILDING DESCRIPTION
4140 Contractor's House 1 Story
TSC PROJECT NUMBER TSC lNSFEcTon TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093H
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (rPM) CONDITION AMOUNT
EXTERIOR:
L1118-51 North side 30.5 Poor 2,500 sq. ft.
Off-white paint on wall
L1118-52 Sidewalk north side 8675 Fair 500 sq. ft.
Red paint
L1118-53 Front door north side 86.0 Fair 150 sq. ft.
Brown paint
L1118-59 East side sidewalk 71.2 Fair 800 sq. ft.
Pink paint
N
INTERIOR:
L1118-54 Living room northeast side , 385 Poor 500 sq. ft.

Off-white paint on wall

L1118-55 Kitchen northwest side 131.6 Fair 250 sq. ft.
Peach paint on cabinets

L1118-56 . Storage room northwest side 8.2 Fair 800 sq. ft.
Pink paint on wall ’

L1118-57 Bedroom northwest side 1,021.7 Fair 700 sq. ft.
Off-white paint on wall

L1118-58 Kitchen north side 115 Fair 11,500 sq. ft.
White paint on ceiling

§ assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“-ais0 contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: October 29, 1993
( - BUILDING INUMBER BUILDING NAME BUILDING DESCRIPTION
4201 AV Gas Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1029-8 Roof south side None detected No Good 670 sq. ft.
Roof core with white rolled shingle
A1029-9 Roof south side None detected No Good 55 sq. ft.

Tar seal around flashing

‘/—\‘\'

/s assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
L _iterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

.-THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: October 29, 1993
\\\ S BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4201 AV Gas Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1029-23 Interior control room 564.1 Good 670 sq. ft.
Red deck paint
No Interior pump room 3,390.2 Good 3,000 sq. ft.
sample Silver paint on pump - same as sample
collected L1029-20, building S464
L1029-24 Exterior west side 74250 Good 2,200 sq. ft.
Off-white on wall
No ‘ Exterior west side 117.4 Good 375 sq. ft.
sample Brown paint on 5 doors - same as sample
collected L1029-22, building S464
L1029-25 Interior transformer room 3,500.0 Good 40 sq. ft.

Gray paint on voltage boxes

(s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
a0 contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLES coLLECTED: November 18, 1993

N 'BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION

4203 BOQ Bravo Barracks 3 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093F
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR 1ST FLOOR:
A1118-1 Lounge south end Tile - 8% Chrysotile No Fair 25,000 sq. ft.
Black with white and green streaks Mastic - 12% mixed with
9" x 9" floor tile Chrysotile A1118-2, 4
4,5,648
A1118-2 Lounge south end Tile - 1-2% Chrysotile No Good Mixed with
Beige with orange, white and brown Mastic - 2% A1118-1
streaks: 12" x 12" floor tile Chrysotile
A1118-3 Stairway south end None detected No Good 100 sq. ft.
Black stairtread
A1118-4 Room 118 Tile - 8% Chrysotile No Good Mixed with
Off-white with shades of beige flecks | Mastic - 5% A1118-1
12" x 12" floor tile Chrysotile
-+ A1118-5 Cleaning room door way Tile - 1% Chrysotile No Good Mixed with
( Light gray with black and white streaks | Mastic - 2% A1118-1
- 12" x 12" floor tife Chrysotile
A1118-6 Cleaning room door way Tile - 1-2% Chrysotile No Good Mixed with
Light gray with black and white steaks | Mastic - 12% A1118-1
9" x 9" floor tile Chrysotile
INTERIOR 2ND FLOOR: -
A1118-7 Stairway north end None detected No Fair 100 sq. ft.
Black non-skid surface on landing
A1118-8 Room 201 1% Chrysotile No Good Mixed with
Red with white steaks : A1118-1
9" x 8" floor tile
A1126-40 EXTERIOR: None detected No Good 200 sq. ft.
Tar on vent north end
A1126-41 Roof core north end None detected No Good 8,100 sq. ft.

It is assumed that anywhere the above identified asbestos

materials also contain asbestos and should be treated as such.

containing building materials are found in the building, that those




LLEAD BASED PAINT SAMPLING LoG
NAF MIDWAY ’

(ﬁ,'rm-: SZARAS COMPANIES PAGE 1 0of 2 DATE SAMPLES coLLEcCTED: November 18, 1993
N "‘BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4203 BOQ Bravo Barracks 3 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093E
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT

INTERIOR 1ST FLOOR:

L1118-1 Lounge 307.9 Good 12,000 sq. ft.
Off-white paint on wall

L1118-2 Hall outside Room 112, lower section 1,453.0 Good 6,600 sq. ft.
Light green paint on wall

L1118-3 Hall outside Room 112 upper section 1,010.9 Good 6,700 sq. ft.
White paint on wall

L1118-4 Room 102 west wall 2,313.7 Good 6,000 sq. ft.
Light green paint

INTERIOR 2ND FLOOR:

L1118-6 Stairwell north end 9,084.2 Fair 3,400 sq. ft.
Gray paint on stairway

L1118-7 Stairwell north end 111,340.2 Fair 500 sq. ft.
Orange paint on handrail

L1118-8 Room 201 605.6 Poor 25,000 sq. ft.
White paint on ceiling

L1118-9 Room 201 west wall 487.2 Fair 6,000 sq. ft.
White paint
L1118-10 Hall, east wall south end 2,064.4 Good 7,000 sq. ft.

Light green paint

L1118-11 Door Room 224 22,765.9 Good 7,000 sq. ft.
Off-white paint

( 5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
S0 contain lead and should be treated as such. :



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

_THE SZARAS COMPANIES PAGE 20f 2 DATE SAMPLES COLLECTED: November 18, 1993
(7_ "{BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4203 BOQ Bravo Barracks 3 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093E
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT

INTERIOR 3RD FLOOR:

L1118-12 Hall, southeast west wall 816.8 Fair 6,000 sq. it.
Light green paint

L1118-13 Room 313 4,984.7 Fair . | 6,000 sq. ft.
Yellow paint
EXTERIOR:

L1118-5 - Entrance way north end 1st floor 228.5 Fair 3,000 sq. ft.

Beige paint on floor

N

- L1118-14 Southeast side 711 Good 16,000 sq. ft.
Beige paint on wall ' '

Q 's assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
afso contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING Log
NAF MIDWAY

.- THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 18, 1993
'BUILDING NUMBER BUILDING NAME R BUILDING DESCRIPTION
4204 BOQ Charlie Barracks 3 Story
TSC PROJECT NUMBER TSC INSPECTOR . R TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093F
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT

Note: All square footage of the
following samples are mixed within the
1,800 sq. ft. of sample A1118-10

INTERIOR 1ST FLOOR:

A1118-9 Lounge north side None detected Yes Good Unknown
Pipe lagging behind walls
A1118-10 Lounge north side Tile - 1% Chrysotile No Good 1,800 sq. ft.
Light green with white streaks Mastic - 5%
9" x 9" floor tile Chrysotile
A1118-11 Lounge south side Tile - <1% Chrysotile No Good Mixed
Medium green with white streaks Mastic - 5% :
8" x 9" floor tile Chrysotile
- A1118-12 Hall east end 15% Chrysotile No Good Mixed
( Black with white streaks
9" x 9" floor tile
A1118-13 Lounge south side None detected Yes Good Unknown
Pipe lagging
EXTERIOR:
A1126-42 Roof core None detected No Good 8,100 sq. ft.
A1126-43 Tar on vent None detected No Good | 200 sq. ft.
A1126-44 Roof hatch - seal None detected No Good 100 sq. ft.
A1126-45 INTERIOR - AC room 3rd floor None detected Yes Fair 100 lin. ft.
Pipe lagging

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES cOLLECTED: November 18, 1993
Q\‘” ":BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4204 BOQ Charlie Barracks 3 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID NoO.
865 J. Kain and B. Kain 113093E
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION. AMOUNT
EXTERIOR:
L1118-15 West end 118.4 Good 16,000 sq. ft.

Beige paint on wall

INTERIOR:
L1118-16 Lounge south side 1,381.0 Good 60,000 sq. ft.
Off-white paint on wall mixed with
L1118-20
L1118-17 ' Entrance way and steps west side 4,382.1 Fair 3,000 sq. ft.
Light brown paint on deck
<\ ‘L1118-18 Lounge south side 114.4 Good 5,400 sq. ft.
1 Brown paint on trim
L1118-19 Lounge west side 2nd floor 113.8 Fair 25,000 sq. ft.
White paint on ceiling
L1118-20 Room 310 north wall 3rd floor 2,730.7 Good Mixed with
Off-white paint L1118-16
L1118-68 Boiler room west wall 64,081.6 Fair 1,500 sq. fi.

Off-white paint

_ s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~aiSo contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: October 27, 1993
‘BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4213 Chapel 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID Né-
865 J. Kain and B. Kain 110893N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1027-20 Main Chapel front entrance 1st floor | Tile - 4% Chrysotile No Poor 3,900 sq. ft.
Black with green and white streaks Mastic - 5%
8" x 9" floor tile Chrysotile
A1027-21 Chapel confessional booths 1st floor | None detected Yes Good 120 sq. ft.
White (with holes) 1' x 1' walll tiles
A1027-22 Sunday School cfllassrobm haliway None detected No Good 1,608 sq. ft.
1st floor
Off-white with gold and white
12" x 12" floor tile
A1027-23 Men's restroom in hallway 1st floor 50% Amosite No Fair 150 ft.
White pipe lagging 2% Chrysotile
A1027-24 Roof west side of main Chapel None detected No Poor ' 5,000 sq. ft.
2 layer tar paper 4 layer shingle
-~ . A1027-25 Roof of Ave Maria Shrine None detected No Poor 75 sq. ft.
é _ Black shingles and tar paper
A1027-26 Roof east side over little Chapel None detected No Poor 2,520 sq. ft.

Core sample on rock roof

=

(

's assumed that anywhere the above identified asbestos containin
-_4terials also contain asbestos and should be treated as such.

g building materials are found in the building, that those




LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

..THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: October 27, 1993
. ,/‘BUII.DING NUMBER BUILDING NAME BUILDING DESCRIPTION
4213 Chapel : 1 Story
TSC PROJECT NUMﬁER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pbM) CONDITION AMOUNT
L1027-23 Front door north end 1st floor 53716 Fair 870 sq. ft.

Green paint on door

L1027-24 Interior north wall 1st floor 192.8 Good 4,000 sq. ft.
White paint on wall

L1027-25 Interior north end 1st floor ' 2,883.1 Fair 55 sq. ft.
Black base board strip

L1027-26 Catholic Sacristy south wall 1st floor 852.6 Poor 2,500 sq. ft.
Eggshell paint on wall

L1027-27 Protestant Sacristy 1st floor 46,928.6 Good 275 sq. ft.
Gray paint on wall locker

(* L1027-28 Hallway to small Chapel 1st floor 581.4 Good 6,700 sq. ft.
) Eggshell paint on wall

L1027-29 : Sunday School classroom 1st floor 146.5 Poor 2,000 sq. ft.
Light green paint on ceiling

L1027-30 Kitchen 1st floor 16174 Poor 1,000 sq. ft.
Off-white paint on wall

L1027-31 Exterior west side main Chapel 10,398.9 Fair 11,000 sq. ft.
White paint on block wall

L1027-32 Exterior north side Sunday School classroom 4,200.5 Poor 1,200 sq. ft.
Beige paint on block wall

L1027-33 Exterior east side Ave Maria Shrine 10,000.0 Good 110 sq. ft.
Brown paint on trim board

L1027-34 Exterior Ave Maria Shrine underside of roof 43,401.2 Good 75 sq. ft.
Blue paint on wood slats

-« is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

/,ATHE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 3, 1993
i
(\ "BUILDING NUMBER. BUILDING NAME . . BUILDING DESCRIPTION
4214 Electrical Sub-Station 1 Story
TSC PROJECT NIUMBER TSC INSPECTOR . i TSC LABORATORY ID No.
65 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No No suspect ACM N/A
sample (Concrete roof)
collected

TN

It is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
also contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.- THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 3, 1993
\» . "BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
4214 Electrical Sub-Station 1 Story
TSC PROJECT N UMBER TSC lNSPEdTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593K
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1103-6 Exterior south side 2978 Good 600 sq. ft.
Off-white paint on block wall
No Exterior 905.0 Good 100 sq. ft.
sample Gray paint on voltage box
collected Same as sample L1103-7, this building
L1103-7 Interior south side’ 905.0 Good 200 sq. ft.

Gray paint on deck

L1103-8 Exterior south side 1,930.9 Fair 125 sq. ft.
Brown paint on door and trim

TN
/ .
4 L

< s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

-.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 5, 1993
A

BUILDING NUMBER

BUILDING NAME BUILDING DESCRIPTION

5126 Sewer Pump House 1 Story Block

TSC PROJECT NUMBER

TSC INSPECTOR

TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693l
SAMPLE ANALYTICAL
iD NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
EXTERIOR:
A1105-11 Roof core north side None detected No Good 175 sq. ft.
Tar
Rock roof
A1105-12 Roof north side 4% Chrysotile No Good 60 sq. ft.
Tar seal on edge
INTERIOR:
A1105-13 North end 92% Chrysotile No Good 30 sq. ft.
‘ Pipe gasket

" is assumed that anywhere the above identified asbestos containin

g building materials are found in the building, that those
aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 5, 199
BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5126 Sewer Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693C
SAMPLE ANALYTICAL
ID NoO SAMPLE LOCATION / DESCRIPTION RESULTS (rpM) CONDITION AMOUNT
L1105-18 Exterior west side 8,625.0 Poor 1,300 sq. ft.
Off-white paint
L1105-19 Exterior west side 23,9375 Good 150 sq. ft.

Brown paint on door and trim

L1105-20 Exterior west side 607.1 Good 25 sq ft.
Red deck paint on steps

L1105-21 Interior east side 93,887.4 Good 30 sq. ft.
Yellow paint on valve '

L1105-22 Interior center 54,3557 Good 75 lin. ft.
Silver paint on pipes

( L1105-23 Interior west side 825.0 Fair 150 sq. ft.
Light brown paint on deck '

(/ s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
" -aiso contain lead and should be treated as such,
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY '

_.THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES cOLLECTED: November 2, 1993
- BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5150 Sewer Pump House 1 Story Block
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Corrugated roof 45% Chrysotile No Good 225 sq. ft.
sample Transite panel - same as
collected sample A1027-27, building 5182
A1102-7 Exterior north side 90% Chrysotile Yes Good 30 sq. ft.
Pipe gasket

" 's assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
{ Merials also contain asbestos and should be treated as such.
AN



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 2, 1993

BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5150 Sewer Pump House 1 Story

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 1115931

SAMPLE ANALYTICAL
1D No SAMPLE LOCATION / DESCRIPTION RESULTS (rPM) CONDITION AMOUNT
L1102-21 Exterior north side 6,795.0 Fair 700 sq. ft.

Off-white (with black and green underneath) paint
on lower section

L1102-22 Exterior north side 59,100.0 Poor 100 sq. ft.
Green and yellow paint on concrete pad
L1102-23 Exterior .10,845.0 Fair 225 sq. ft.
Red/brown paint on deck
No Interior 20,902.1 Good 50 sq. ft.
sample Gray paint on pump
collected Same as sample L1102-9, Building S323
No Interior - 1,3395 Good 25 lin. ft.
sample Silver paint on pipes
1 collected Same as sample L1102-6, Building $323
( . No Exterior 165.6 Fair 125 sq. ft.
| sample " Brown paint on door
collected Same as sample L1102-5, Building $323

( / s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“aiso contain lead and should be treated as such.
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- ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

--THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: October 27, 1993
( - - BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5182 Water Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1027-27 South side 1st floor 45% Chrysotile No Fair 1,800 sq. ft.

Corrugated transite siding and
roof material

77N

- is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.

N »



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

-THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLEcTED: October 27, 1993

BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION

5182 Water Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITIO_N AMOUNT
L1027-35 Safety board south wall 1st floor 8,037.6 Fair 25 sq. ft.
Green paint
L1027-36 Exterior south side 3,020.4 Fair 200 lin. ft.
Yellow paint on pipe
L1027-37 Interior south side 1st floor 8,333.3 Fair 400 sq. ft.
Red deck paint
L1027-38 Exterior south side 1st floor 45,075.8 Fair 7 pipes
Blue paint on pipe support
L1027-39 Exterior south wall 1,605.5 Good 1,200 sq. ft.
White and brown paint on wali
P
(\ - L1027-40 Interior 1st floor 58,489.6 Good 100 sq. ft.
Back wash water pump
Gray paint
L1027-41 Interior north side 1st floor 18,269.2 Good 10 sq. ft.
Red/orange paint on valve
L1027-42 Interior south wall 1st floor 22,8125 Fair 1,200 sq. ft.
White paint on wall

o
/
{
\

is assumed that anywhere the above identified lead based

“-dlso contain lead and should be treated as such.

paint materials are found in the building, that those materials







ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

..THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 8, 1993
N )BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5187 No Name Available, Abandoned Building Concrete
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693L
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1108-13 Exterior south side None detected No Poor 600 sq. ft.

Concrete wall

- is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDwWAY

~THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 8, 1993
'BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5187 No Name Available, Abandoned Building Concrete
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain L1108-4
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1108-4 Interior north wall 33,8775 Poor 460 sq. ft.

Black paint on wall

5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“aiso contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: October 27, 1993

' BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5247 Tank Tank with Concrete Cover

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893N

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1027-28 | Exterior west side concrete tank cover None detected " No Fair 400 sq. ft.

Tar on concrete cover

-* is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

~THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: October 27, 1993
< 'BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5247 Tank Tank with Concrete Cover
TSC PROJECT NUMBER TSC INSPECTOR

TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893M

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1027-43 Exterior west side 33,666.7 Poor 200 sq. ft.

Blue paint on concrete

TN

< is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 2, 1993
BUILDING NUMEBER BUILDING NAME BUILDING DESCRIPTION
5267 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Corrugated roof 60% Chrysotile No Good 250 sq. ft.
sample Transite panels - same as
collected sample A1029-3, building $225

( 7 js assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
-..«aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.—THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 2, 1993

BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5267 Electrical Sub-Station 1 Story

TSC PROJECT NUMBER TSC INSPECTOR R TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593

SAMPLE . ANALYTICAL
ID NO SAMPL.E LLOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1102-24 Interior west side 150,051.5 Good 134 lin. ft.

Orange paint on beam

No Lead wiring on voltage box N/A Good Unknown, goes
sample underground
collected

No Exterior 4715 Fair 100 sq. ft.
sample Brown paint on door - same as sample
collected L1102-15, building 400

( Js assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“~also contain lead and should be treated as such.



Wo}Nv+S  aAns
|9211302]3

_c,snm ¥ _o_mj

[\

kT -
a1y

— 09—







ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 0f 1 DATE SAMPLES coLLECTED: November 12, 1993
\ 7 BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
- 5295 Storage Shed 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1112-8 Exterior west side 50% Chrysotile No Good 2,850 sq. ft.
Tar coating

" is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those

( iterials also contain asbestos and should be treated as such.
\

e



LEAD BASED PAINT SAMPLING LOG
NAF MIbwAY

..—.THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 12, 1993
. ~~ BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5295 Standby Generator 1 Story
TSC PROJECT NUMBER TSC INSPECTOR

TSC LABORATORY ID No.

865 J. Kain and B. Kain 112393A

SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1112-10 Interior west side 4,316.3 Fair 700 sq. ft.
Red deck paint
L1112-11 Exterior west side 1,020.4 Good 2,200 sq. ft.

Silver paint on wall

N

/s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
iSO contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

_..THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 12, 1993
< - BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
. 5301 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393N
SAMPLE ANALYTICAL,
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
- A1112-9 Roof north end None detected No Good 1,000 sq. ft.
Roof core

_* Is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( nterials also contain asbestos and should be treated as such.,
\,



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

.-THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLEsS coLLEcTED: November 12, 1993
< BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5301 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393A
SAMPLE ANALYTICAL
iD NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
EXTERIOR:
L1112-12 Storage room west side 1,298.7 Poor 150 sq. ft.

Blue paint on door

L1112-13 West side 11,728.3 Poor 3,000 sq. ft.
Off-white paint

L1112-14 Transformer room west side 4,543.9 Poor 225 sq. &t
Brown paint on door

. INTERIOR:

~L1112-15 South side 2,968.5 Poor 125 sq. ft.
Black paint on baseboard

p (A\

( 5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
eSO contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

~THE SZARAS COMPANIES _ PAGE 1 of 1 DATE SAMPLES coLLECTED: November 9, 1993
BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5303 Water Treatment Plant Water Storage
TSC PROJECT N UMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393|
SAMPLE ANALYTICAL
iD NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Concrete pad behind building 3522 Transite known to No Good 100 ft.
sample 9" and 18" transite pipe contain asbestos of pipe
collected
A1109-18 Interior east side None detected No Unknown Unknown

Tar seals on bottom of tank

Note: 3 tanks filled with water
and 1 is dry

" is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( terials also contain asbestos and should be treated as such.

N



LEAD BASED PAINT SAMPLING LOG
" NAF MIDWAY

. THE SZARAS COMPANIES PAGE 10f 1 DATE sAMPLES coLLEcTED: November 9, 1993
T BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5303 Water Treatment Plant Water Storage
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
iD NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
EXTERIOR:
No Pump 250.0 Fair 250 sq. ft.
sample Dark blue paint on pumps
collected Same as sample L1109-9, building 8105
L1109-37 Northeast side 1,948.9 Fair 30,000 sq. ft.
White paint on wall
L1109-38 Northeast side 33,423.9 Poor 100 sq. ft.
Red paint on floor
L1109-39 Northeast side 896.3 Poor 35 lin. ft.
‘ Yellow paint on 7* pipe 100 plus sq. ft.
( . L1109-40 Northeast side 77,4185 Fair 700 sq. ft.
Brown paint on steps
L1109-41 Northeast side v 16,953.1 Good 112 sq. ft.
Orange paint on 8 valves
L1109-42 Northeast side 507.6 Poor 9 ft. 7" pipe
Red/brown paint on pipe 200 ft. 18" pipe
| 1,000 sq. ft.

< s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
-ais0 contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

_-THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED; November 3, 1993
(\,\ ‘BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
‘ 5304 Water Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR . . TSC LABORATORY ID No.
865 J. Kain and B. Kain
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

" Is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

(,,ATHE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLES COLLECTED: November 3, 1993
(\1 BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5304 Water Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593K
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1103-4 Exterior 48,088.2 Good 100,000 sq. ft.
White paint on control box
No Exterior 437,119.6 Good 100,000 sq. ft.
sample Orange paint same as sample L1103-5,
collected building 5305

( s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“-aiso contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

= THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: Novemer 3, 1993
{
\—7 - BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5305 Water Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR A TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

- is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
aterials also contain asbestos and should be treated as such.

R



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

—-THE SZARAS COMPANIES PAGE 10f 1| DATE SAMPLES coLLECTED: November 3, 1993
BUILDING NUMBER BVUILDING NAME BUILDING DESCRIPTION
5305 Water Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593K
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1103-5 Exterior north side 437,119.6 Poor 100,000 sq. ft.
Orange paint on stand
No ' Exterior 48,088.2 Poor 100,000 sq. ft.
sample White paint same as sample L1103-4,
collected building 5304

‘r\‘x

o

‘s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

-.THE SZARAS COMPANIES PAGE 1 0of 4 DATE SAMPLES coLLECTED: October 25, 1993
BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5306 Hangar 2 Story Hangar
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1025-1 Exterior east corner air handler 18% Chrysotile Yes Poor 400 sq. ft.
Gray tar around insulation on duct
A1025-2 Exterior east corner air handler 90% Chrysotile Yes Good 60 sq. ft.
Expansion joint
A1025-3 Interior southeast end by high Tile - 8% Chrysotile No Good 3,100 sq. ft.
voltage room 1st floor Mastic - 15%
Light brown with dark brown and white | Chrysotile
flecks 12" x 12" floor tile
A1025-4 Interior south side Fire Chief Office Black tile - No Good 180 sq. ft.
1st floor : 3% Chrysotile mixed
Black with white 9" x 9" floor tile Mastic - 9% Chrysotile
Green tile -
15% Chrysotile
Mastic - 16%
Chrysotile
—  A1025-5 Interior south side Fire Chief Office Tile - 8% Chrysotile No Good 180 sq. ft.
( : 1st floor Mastic - 10% mixed
Green with white 9" x 9" floor tile Chrysotile
A1025-6 Interior south side crash and fire room | <1% Chrysotile No Good 168 sq. ft.
Light and darker green streaks
9" x 9" floor tile ‘
A1025-7 Interior haliway into terminal 1st floor | Tile - None detected No Good 300 sq. ft.
Light brown with brown streaks Mastic - 2% Chrysotile
12" x 12" floor tile
A1025-8 Interior air terminal room 1st floor 8% Chrysotile No Good 120 sq. ft.
Green with white and blue streaks :
9" x 9" floor tile
A1025-9 Interior AMC Representative 1st floor | Tile - 1-2% Chrysotile No Good 140 sq. ft.
Light brown with orange, brown and Mastic - 5% Chrysotile
white streaks 12" x 12" floor title
A1025-10 | Interior AMC Representative 1st floor | 3% Chrysotile No Good 140 sq. ft.
Off-white with olive green
12" x 12" floor tile
A1025-11 Interior southwest supply 1st floor 7% Chrysotile No Fair 667 sq. ft.
Brownish red with white
9" x 9" floor tile
A1025-12 Interior southwest supply 1st floor 6% Chrysotile No Fair 667 sq. ft.
' Black with white 9" x 9" floor tile
( ~A1025-13 interior southwest supply Tile - 10% Chrysotile No Fair 667 sq. ft.
N Flat black 9" x 9" floor tile Mastic - <1%Chrysotile
L

It is assumed that anywhere the above identified asb
materials also contain asbestos and should be treate

estos containing building materials are found in the building, that those
d as such.




ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

-~ THE SZARAS COMPANIES PAGE 2 of 4 DATE SAMPLES coLLECTED: October 25, 1993
( BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
’ 5306 Hangar 2 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 110893J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1025-14 Interior supply room 8% Chrysotile No Fair 100 sq. ft.
Mint green with shades of green and
white 9" x 9" floor tile
A1025-15 Interior supply room Tile - 14% Chrysotile No Fair 2,000 sq. ft.
Green with off-white 9" x 9" floor tile | Mastic - 15%
Chrysotile
A1025-16A Interior billeting storage room Tile - <1% Chrysotile No Good 720 sq. ft.
Dark with light green 9" x 9" floor tile | Mastic -
None detected
A1025-16B Underneath sample A1025-16 Tile - <1% Chrysotile No Good 720 sq. ft.
Red 2nd layer 9" x 9" floor tile Mastic -
None detected
A1025-17 Interior billeting storage room <1% Chrysotile No Good 530 sq. ft.
Medium green with off-white
9" x 9" floor tile
No sample Post Office 8% Chrysotile No Fair 1,000 sq. ft.
~- collected Same as sample A1025-14
( , Building 5306
| A1025-18 Interior GSE Office 1st floor Tile - <1% Chrysotile No Good 300 sq. fi.
Gray with white and black Mastic - 3% part of
12" x 12" floor tile Chrysotile
A1025-19 Interior GSE Office 1st floor Tile - <1% Chrysotile No Good 300 sq. ft.
Light blue with brown, yellow and Mastic - 3% part of
white 12" x 12" fioor tile Chrysotile
A1025-20 | Interior north end GSE Storage room | Tile - 5% Chrysotile No Good 352 sq. ft.
1st floor Mastic - 3% part of
Black with white 12" x 12" floor tile Chrysotile
A1025-21 Interior GSE Storage room 1st floor | Tile - 2% Chrysotile No Good 352 sq. ft.
Brown with white 12" x 12" floor tile | Mastic - 12% part of
Chrysotile
A1025-22 Interior GSE Storage room 1st floor | 5% Chrysotile No Good 576 sq. ft.
Red with white 9" x 9" floor tile
No sample Interior GSE Storage room 1st floor | Tile - 14% Chrysotile No Good 225 sq. ft.
collected Green with off-white 9* x 9" floor tile | Mastic - 15%
‘ Chrysotile

s assumed that anywhere the above identified asbestos containing building materials are found in the building, that those

A > ]
\._..aterials also contain asbestos and should be treated as such.




ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

- 'SZARAS COMPANIES PAGE 3 of 4 DATE SAMPLES coLLECTED: October 25, 1993
< " SJUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
' 5306 Hangar 2 Story
TSC PROJECT NUMBER TSC INSPECTOR ' TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1025-23 Interior PWD Office 2nd floor <1%Chrysotile No Good 53,000 sq. ft.
Black with off-white and green
9" x 9" floor tile
A1025-24 Interior PWD Office 2nd floor None detected Yes Fair 53,000 sq. ft.
Mastic to glue on ceiling tile
No Interior hallway 2nd floor None detected No Good 5,000 sq. ft.
sample Light brown with dark brown and white
collected flecks 12" x 12" floor tile - same as
sample A1025-26, this building
A1025-25 Interior north enr}i door to armory None detected Yes Good 810 cubic ft.
2nd floor
Safe door insulation (3 safe doors)
A1025-26 Interior north end armog' 2nd floor None detected No Good 480 sq. ft.
Light brown with dark drown and
white streaks 12" x 12" floor tile
~ o '025-27 Exterior southwest side roof None detected No Good 100 sq. ft.
( Black tar on vent pipe
A1025-28 Exterior southwest side roof None detected No Good 106,000 sq.ft.
Black tar under rock roof
A1025-29 Exterior roof center section over 1. 1-2% Chrysotile No Good 53,000 sq. ft.
offices 2. 6% Chrysotile
Multi-layer roof core sample 3. 2% Chrysotile
No Interior weapons 2nd floor 8% Chrysotile No Good 975 sq. ft.
sample Mint green with shades of green and
collected white 9" x 9" floor tile - same as
sample A1025-14, this building
A1025-30 Interior Admin. Sec. 2nd floor Tile - None detected No Good 2,710 sq. ft.
Beige with brown and orange with Mastic - 5% Chrysotile
white 12" x 12" floor tile

(

"\_s assumed that anywhere the above identified asbestos containin

materials also contain asbestos and should be treated as such.

g building materials are found in the building, that those




ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

..-THE SZARAS COMPANIES PAGE 4 of 4 DATE SAMPLES coLLEcCTED: October 25, 1993
h \BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5306 Hangar 2 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1025-31 interior Comrréufnication Center None detected Yes Good 1,500 sq. ft.
2nd floor
White 1' x 1' acoustic tile on wall
A1025-32 Interior UHF Room 2nd floor Tile - 2% Chrysotile No Good 400 sq. ft.
White with beige 12" x 12" floor tile Mastic - 2%
Chrysotile
A1025-33 Interior Commufrl\ication Center None detected Yes Good 2,100 sq. ft.
2nd floor .
White 1' x 1' pin hole ceiling tile
A1025-34 Interior 1st floor None detected Yes Good 400 sq. ft.
White 1' x 1' wall tile with dents
A1025-35 | Interior operations room 231, 2nd floor | None detected No Good 1,300 sq. ft.
Dark green with white streaks
) 12" x 12" floor tile
( A1025-36 Interior conference room across 8% Chrysotile No Good 1,300 sq. ft.
- from room #226 2nd fioor .
Black w/green & off-white 9"x9" flr. tile
A1025-37 Interior convenience store 1st floor <1% Chrysotile No Good 320 sq. ft.
Dark beige with orange, brown and
white 12" x 12" floor tile
A1025-38 Interior convenience store 1st floor | Tile - <1% Chrysotile No Good 320 sq. ft.
Dark beige with orange, brown and Mastic - None
white 12" x 12" floor tile detected

(

...~ Is assumed that anywhere the above identified asbestos containin

materials also contain asbestos and should be treated as such.

g building materials are found in the building, that those




LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

1'/ "

N

—~THE SZARAS COMPANIES PAGE 1 of 4 DATE SAMPLES COLLECTED: October 25, 1993
BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5306 Hangar 2 Story Hangar
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893l
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1025-1 Exterior east corner of block wall 159.6 Fair 8,000 sq. ft.
Dark brown paint on lower section
L1025-2 Exterior east corner of block wall 217.4 Good 63,000 sq. ft.
Yellow paint on upper section
L1025-3 Exterior east corner 35,842.4 Good Chain 88 lin. ft.
Silver paint on chain and air handler Air handler
400 sq. ft.
L1025-4 Exterior east corner 61,746.6 Good 12 posts
Orange paint on posts
L1025-5 Interior east end room under stairwell 5,896.9 Good 70 sq. ft.
fire house storage
Orange paint on doorjamb
L1025-6 Interior south stairwell - 3 stairs 9,065.6 Good 6,000 sq. ft.
White paint on wall
L1025-7 Interior south stairwell 1,178.9 Fair 2,400 sq. ft.
White paint on wall
L1025-8 Exterior under hangar south side/light fine side 26,406.2 Fair 240 sq. ft.
Red paint on fire system
L1025-9 Interior south side storage room for fire equipment 4,498.9 Poor 10,000 sq. ft.
Red and black deck paint
L1025-10 Interior southeast wall storage room 778.5 Good 4,550 sq. ft.
for fire equipment
Red and black deck paint
L1025-11 Interior southeast wall storage room 13,096.6 Good All over
for fire equipment
Gray paint on electrical box
L1025-12 Interior south side doorway to fire lounge 3,5691.6 Fair 70 sq. ft.
Brown and blue paint on doorjamb
L1025-13 Interior south side store room next to 1,729,6 Good 150 sq. ft.
_ Chief of Police office
Blue paint on sliding door to storeroom
t Is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials

also contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

— THE SZARAS COMPANIES PAGE 2 of 4 DATE SAMPLES coLLECTED: October 25, 1993
< . BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5306 Hangar 2 Story Hangar
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 ' " J. Kain and B. Kain 110893l
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1025-14 Exterior south side under hangar 68,021.9 Fair 10,000 sq. ft.
Yellow paint on deck/parking stripes
L1025-15 Exterior south side door to baggage room 25,001.0 Fair 200 sq. ft.
Brown paint outside of door
L1025-16 Interior door to baggage room 28,3838 Fair 200 sq. ft.
Light brown paint on sliding door
L1025-17 Exterior under hangar entrance to terminal 4,140.2 Good 18 poles
Blue paint on posts - 18 poles
L1025-18 Exterior under hanger entrance to terminal 23,789.5 Good 400 sq. ft.
White paint on chain link
( - L1025-19 Interior north wall supply department 4,604.7 Good 2,000 sq. ft.
Blue paint on wall
L1025-20 Interior north wall supply department 2,616.1 Good 500 sq. ft.
Black paint on baseboard
L1025-21 Interior 1st floor GSE Storage Room 19,203.3 Fair 300 sq. ft.
Yellow paint on wall
L1025-22 Interior 1st floor GSE Workshop 36,340.2 Fair 2,000 sq. ft.
White paint on sliding door and walls
L1025-23 Interior 2nd floor PWD Office 738.7 Good 53,000 sq. ft.
White paint on ceiling tile
1025-24 Interior 2nd floor PWD Office 1,754.3 Good 30,000 sq. ft.
Off-white paint on north wall

It is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
also contain lead and should be treated as such.

(4.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.—~THE SZARAS COMPANIES PAGE30f 4 DATE SAMPLES coLLECTED: October 25, 1993

BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5306 Hangar 2 Story Hangar

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893I

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1025-25 Exterior roof 900.5 Poor 1,800 sq. ft.

Off-white paint on walkway boards

L1025-26 Exterior roof weather dome 1,092.0 Poor 400 sq. ft.
White paint on exterior of dome

L1025-27 Exterior roof stairwell to weather dome 25,896.7 Poor 1,000 sq. ft.
Gold-brown paint on handrail and beams

L1025-28 Exterior roof parapet wall to hangar 5495 Good 18,900 sq. ft.
Light brown paint on corrugated metal

L1025-29 Exterior roof access leading into room 233 37,105.3 Fair 500 sq. ft.
Gray paint on stairwell
(\_ L1025-30 Interior south wall 2nd floor processing roo 2,216.3 Good 300 sq. ft.
Peach paint '
L1025-31 Interior 2nd floor photo lab 476.5 Poor 200 sq. ft.

- White paint on air handler

No Interior 2nd floor weapon's room 2,978.3 Poor 1,000 sq. ft.
sample Mint green paint on wall - same as sample
collected L1025-34, this building
L1025-32 Interior 2nd floor hall outside weapon's room 831.6 Poor 40,000 sq. ft.

White paint on wall

L1025-33 Interior 2nd floor VHF Room 228 12,554.3 Poor 800 sq. ft.
Green paint on doorway

L1025-34 Interior 2nd floor room 230 2,978.3 Good 2,600 sq. ft.
Mint green paint on wall :

L1025-35 | Interior 2nd floor room 234 Ground Electric Library 1,371.9 Good 900 sq. ft.
Blue paint on wall

( L1025-36 Interior south wall 2nd floor room 209 67,180.8 Fair 1,800 sq. ft.
_— Green paint

It is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
also contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

. THE SZARAS COMPANIES v PAGE 4 of 4 DATE SAMPLES coOLLECTED: October 25, 1993
<‘ B BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5306 Hangar 2 Story Hangar
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (rPM) CONDITION AMOUNT
L1025-37 Interior south wall 2nd floor room 236 22,967.0 Fair 1,800 sq. ft.
Blue-gray paint
L1025-38 Interior 1st floor transformer room 2,413.6 Good 1,000 sq. ft.

Gray paint on transformer locker

5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“=«$0 contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 1 0of 2 DATE SAMPLES coLLECTED: November 10, 1993
< BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5307 Control Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393G
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
ROOF:
A1110-46 Outside control tower door None detected No Poor 600 sq. ft.
Core and rock roof
A1110-47 Tar - repair patch 11% Chrysotile No Poor 10 sq. ft.
A1110-48 Flashing None detected No Poor 100 sq. ft.
Tar paper
INTERIOR:
A1110-49 Control tower None detected No Poor 50 sq. ft.
(f‘ T " Stairtread to control tower
| A1110-50 3rd floor Tile - 15% Chrysotile No Poor | 250 sq. ft.
Black with white 8" x 9" floor tile Mastic -
» None detected
A1110-51 Ground electric 3rd floor None detected No Poor 8,000 sq. ft.
Concrete on wall
A1110-52 2nd floor north wall None detected Yes Poor 50 lin. ft.
3" pipe lagging

A1110-53 2nd floor 98% Chrysotile Yes Poor 2 sq. ft.

Gasket laying on floor

A1110-54 2nd floor north wall 10% Amosite Yes Poor 5 elbows
Pipe elbow insulation

A1110-55 2nd floor north wall None detected Yes Poor 20 sq. ft.
Cloth on vent pipe laying loose

A1110-56 2nd floor None detected Yes Poor 50 sq. ft.
Duct tape on air handler : '

- ".is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.

e



ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

-~THE SZARAS COMPANIES PAGE 2 0f 2 DATE SAMPLES coLLECTED: November 10, 1993

BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5307 Control Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393G
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION - AMOUNT
A1115-57 2nd floor steps 85% Chrysotile Yes Poor Unknown
White wire insulation debris
A1115-58 Cable room 1st floor None detected Yes Poor Entire
Black wire insulation building
unknown

TN
¢
i

- '“.is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
& rerials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 10f 2 DATE SAMPLES coLLECTED: November 10, 1993
<. BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5307 Control Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393C
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
INTERIOR:
L1110-38 1st floor west wall 1,215.6 Poor 2,100 sq. ft.

Gray paint on lower 1/2 of wall

L1110-39 - 1st floor west wall 1495 Poor 4,200 sq. ft.
Green paint on upper 1/2 of wall

L1110-40 1st floor west wall 158.4 Poor 2,500 sq. ft.
White paint on ceiling

L1110-41 Control tower north wall top floor 2,023.0 Poor 600 sq. ft.
Blue and green paint

< - L1110-42 Control tower north side top floor 2,536.2 Poor 200 sq. ft.
Black paint on steps

L1110-44 Control tower center of room top floor 23,493.9 Poor 450 sq. ft.
Dark green paint on ceiling '

L1110-45 Bottom of steps to control tower 1,152.1 Poor 75 sq. ft.
Blue paint on door

L1110-46 Restroom 4th fioor - 22765 Poor 30 sq. ft.
White paint on vent

L1110-47 Restroom 4th floor 2,176.3 Poor 250 sq. ft.
White paint on wall ‘

L1110-48 3rd floor 3,273.5 Poor 800 sq. ft.
Blue paint on wall

L1110-49 Radio Closet Door 3rd floor 3,675.0 Poor 250 sq. ft.
Gray paint

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~—-also contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 20f 2 DATE SAMPLES coLLEcCTED: November 10, 1993
( " BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5307 Control Tower Tower
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393C
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1110-51 Boiler room 2nd floor 3,628.3 Poor 100 sq. ft.

Dark gray paint on step

EXTERIOR: .

L1110-43 Control tower roof north side of top floor outside 1,095.3 Poor 6,000 sq. ft.
White paint on wall

< is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

. .THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLEcTED: November 11, 1993
‘BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5308 Paint Shop 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393K
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR:
A1111-1 Equipment Storage Tile - 4% Chrysotile No Poor 200 sq. ft.
_ Black with white 9" x 9" floor tile Mastic -
None detected
A1111-2 Paint Storage 1st floor None detected No Poor 225 sq. ft.

Off-white with brown streaks (2 layers
thick): 12" x 12" floor tile

A1111-3 Work Shop None detected Yes Poor 3,000 sq. ft.
Drywall
Al1111-4 Storage south side <1% Chrysotile No Fair 90 sq. ft.

Beige 12" x 12" plain beige floor tile

(. ROOF:
A1111-5 West end None detected No Good 335 sq. ft.
Roof core
A1111-6 Parapet wall on west end None detected No Good 180 sq. ft.

Tar paper and tar seal on parapet wall

- ™ is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
< aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.-THE SZARAS COMPANIES PAGE 1 0f 2 DATE SAMPLES coLLEcCTED: November 11, 1993
< BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5308 Paint Shop 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 112393B
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
INTERIOR:
L1111-1 Equipment storage 1st floor 714.9 Poor 1,200 sq. ft.

White paint on ceiling

L1111-2 Equipment storage 1st floor 861.2 Poor 3,000 sq. ft.
Off-white paint on wall

L1111-3 Restroom west wall 1st fioor 21,7105 Poor 225 sq. ft.
Beige paint
L1111-4 Corridor north wall 1st floor 12,100.0 Poor 225 sq. ft.
( L1111 Painting area west wall 1st floor 7725 Poor 2,100 sq. ft.

Off-white paint

. L1111-6 Storage south side 1st floor 775.0 Poor 2,000 sq. ft.
: White and green paint on wall

L1111-7 Storage northeast 1st floor 10,097.9 Poor 600 sq. ft.
White, green and gray paint on wall

L1111-80 Transformer room 2,395.4 Fair 125 sq. ft.
Gray paint on floor

 is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“also contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

-~ THE SZARAS COMPANIES PAGE 2 0f 2 DATE SAMPLES coLLEcTED: November 11, 1993
BUILDI NG NUMBER BUILDING NAME BUILDING DESCRIPTION
5308 Paint Shop 1 Story
TSC PIROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393B
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
EXTERIOR:
L1111-8 Step west end 2,395 .4 Good 400 sq. ft.
Red paint on deck
L1111-9 Wall west end 24,525.0 Poor 3,000 sq. ft.
Beige paint
L1111-10 Equipment storage room north door 40,677.1 Fair 1,400 sq. ft.

Brown paint on door and garage

( .is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
" also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

_—-THE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLES coLLEcTED: November 5, 1993

BUILDIMNG NUMBER BUILDING NAME BUILDING DESCRIPTION

5309 PW Paint Storage / Old Receiver Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693l
SAMPL.E ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR:
A1105-1 Northwest side Tile - 1-2% Chrysotile No Poor 2,600 sq. ft.
Office Mastic-None detected
Black " x 9" floor tile
A1105-2 West side 12% Chrysotile Yes Poor 20 elbows
Water heater room 55% Amosite (approx.)
White paipe elbow insulation
A1105-3 Northwest side None detected No Fair 6,500 sq. ft.
Warehouse mixed
Blue 12" x 12" floor tile
EXTERIOR:
A1105-4 South side 15% Chrysotile No Fair 2,200 sq. ft.
Carport
Corrugated transite siding
A1105-5 Roof center None detected No Good 125 sq. ft.
(5) 5 ft. vents
Tar seal with tar paper
A1105-6 Debris on roof 25% Chrysotile No Poor Unknown
Faded light gray debris
A1105-7 Roof core north end None detected No Good 5,500 sq. ft.
By roof access ladder

- " is assumed that anywhere the above identified asbestos containin
/\ aterials also contain asbestos and should be treated as such.

g building materials are found in the building, that those




LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

__THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 5, 1993
\‘ BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5309 PW Paint Storage / Old Receiver Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 , J. Kain and B. Kain 111693C
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1105-1 Interior northeast side office 1,501.1 Fair 3,000 sq. ft.

Beige paint on wall

L1105-2 Interior northeast side office 7,287.2 Good 200 sq. ft.
Gray paint on door to restroom

L1105-3 Interior east side in restroom 24708 Poor 200 sq. ft.
Light green paint on walil

L1105-4 Interior southeast wall in corridor 2,246.4 Poor 1,000 sq. ft.
White paint on wall

L1105-5 Interior northeast -office 1,526.9 Poor 1,400 sq. ft.
Beige paint on ceiling :

<‘, ~ L1105-6 Interior north entrance way 1,204.8 Fair 300 sq. ft.
' Black paint on baseboard

L1105-7 Interior north wall paint storage room 3955 Fair 3,000 sq. ft.
White paint on wall

L1105-8 Exterior south end 14,706.6 Fair 11,000 sq. ft.
Brownish green paint on wall

L1105-9 Exterior north side 1,434.6 Fair 1,300 sq. ft.
Red deck paint on steps

L1105-10 Interior northwest side storage room 1,240.7 Poor 8,000 sq. ft.
Green paint on east wall

L1105-11 Exterior south side exit door 2,913.6 Poor 1,000 sq. ft.
Brown paint on door

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~-dlso contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 9, 1993
( )BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5338 Transformer 1 Story
TSC PROJECT NUMBER TSC INSPECTOR . . TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

- is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES cOLLECTED: November 9, 1993
(\ ! BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5338 Transformer 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No Exterior o 1,948.9 Fair 240 sq. ft.
sample White paint on wall
collected Same as sample L1109-34, building 5303
No Exterior on top 869.3 Good 50 sq. ft.
sample Yellow paint on roof hatch
collected Same as sample L1109-39, building 5303
No interior 36,078.9 Good 100 sq. ft.
sample Gray paint on transformer
collected Same as sample L1109-35, building 9145

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING L.OG
NAF MIDWAY

—~.THE SZARAS COMPANIES PAGE 10f1 DATE SAMPLES coLLEcCTED: November 9, 1993
( -~ BUILDING NUMBER BVUILDING NAME BUILDING DESCRIPTION
5339 Water Treatment Storage R-2 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 1123931
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-17 Roof north side 30% Chrysotile No Good | 200 sq. ft.

Core and rock roof

TN

" is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
{ jaterials also contain asbestos and should be treated as such.

S



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES cOLLECTED: November 9, 1993
BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5339 Water Treatment Storage R-2 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID NoO.
865 J. Kain and B. Kain 112393H
SAMPLE

ANALYTICAL

ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPPM) CONDITION AMOUNT

No Exterior 1,948.9 Good 600 sq. ft.
sample White paint on wall
collected Same as sample L1109-37, building 5303
No Exterior 77,4185 Good 100 sq. ft.
sample Brown paint on door
collected Same as sample L1109-40, building 5303

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“~also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
' NAF MIDWAY

-~ THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLEcCTED: November 5, 1993
N ,,f BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5340 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693|
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1105-10 Roof east side 1. 65% Chrysotile No Good 200 sq. ft.
Multi-layer roof core 2. 60% Chrysotile

faterials also contain asbestos and should be treated as such.

.
-

< * Is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

_—THE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLEsS coLLEcTED: November 5, 1993
<\ "BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5340 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR

TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693C

SAMPLE ANALYTICAL

ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT

L1105-17 Interior east door 63,790.3 Good 100 sq. ft.
Green paint on door

g 's assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“-also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

~~ THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLEcTED: November 9, 1993
(x BUILDING NUMBER BUILDING NAME ’ BUILDING DESCRIPTION
5341 Chlorinator Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393I
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-19 Roof None detected No Good 450 sq. ft.

Core and rock roof

I \\

.~ 't is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( \aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

..~-THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLEcTED: November 9, 1993
‘)BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5341 Chilorinator Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPH) CONDITION AMOUNT
EXTERIOR:
No Off-white paint 228.4 Fair 800 sq. ft.
sample Same as sample L1109-33, building 9145
collected
No Brown paint on 6 doors and trim 403.1 Good 700 sq. ft.
sample Same as sample L1108-34, building 9145
collected
INTERIOR:
No Red paint on floor 33,423.9 Fair 250 sq. ft.
sample Same as sample L1109-38, building 5303
( collected
\_ L1109-43 Northwest side 507.6 Fair 450 sq. ft.

White paint on ceiling

L1109-44 Northwest side 1,027.2 Good 550 sq. ft.
White glossy paint on wall

L1109-45 Center wall 1,168.1 Fair 100 sq. ft.
Light blue paint on switch box

L1109-46 East side 23,885.8 Fair 35 sq. ft.
Gray paint on railing

No East side 1,320.0 Good 200 sq. ft.
sample Dark blue paint on pumps
collected Same as sample L1109-10, building 8105

No Pump side of building on east side 77,4185 Good 100 sq. ft.
sample Orange paint on handrail
collected Same as sample L1109-41, building 5303

lis assumed that anywhere the above identified lead based paint-materials are found in the building, that those materials
—also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG

NAF MIDWAY

.. THE SZAMRAS COMPANIES PAGE 1 0of 1 DATE SAMPLES coLLECTED: November 18, 1993
%, - BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
' 5342 Telephone Exchange 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093F
SAMPLE ANALYTICAL
ID NO©O SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR:
A1118-23 Instrument room south side Tile - 8% Chrysotile No Poor 1,000 sq. ft.
Black with beige and green streaks Mastic - 10%
9" x 9" floor tile Chrysotile
A1118-24 Restroom west side None detected No Good 150 sq. ft.
Brown with orange with white streaks
9" x 9" floor tile
ROOF:
A1118-25 North end None detected No Good 80 sq. ft.
Rock roof and tar patches
A1118-26 White rolied roofing None detected No Good 1,300 sq. ft.
A1118-27 Black tar seal on edges None detected No Good 200 sq. ft.
EXTERIOR:
No Shed 22% Chrysotile No Good 120 sq. ft.
sample Corrugated transite panels
collected Same as sample A1117-34,
building 9146

- is assumed that anywhere the above identified asbestos containin

.. «aterials also contain asbestos and should be treated as such.

g building materials are found in the building, that those




LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

/ THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES cOLLECTED: November 18, 1993
N BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5342 Telephone Exchange 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 113093E
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
EXTERIOR:
L1118-41 Instrument room lower section south wall 1,067.0 Good 400 sq. ft.
Light blue paint
L1118-42 Instrument room upper section south wall 4,961.2 Good 1,000 sq. ft.
Light blue paint
L1118-43 Instrument room entrance door 6,355.0 Good 550 sq. ft.
Dark blue paint
L1118-44 Cable room south side 2718 Good 1,200 sq. ft.
White paint on ceiling
( ~ L1118-45 Cable room door south side 23,925.0 Fair 150 sq. ft.
Dark blue paint
L1118-46 Restroom east side 22,4495 Fair 550 sq. ft.
Green paint on wall
L1118-50 Entrance south side 5,511.6 Fair 650 sq. ft.
Brown paint on floor
EXTERIOR:
L1118-47 North side 41,060.6 Good 2,000 sq. ft.
Off-whtie paint on wall
L1118-48 North side 43,475.0 Good 100 sq. ft.
Red paint on floor
L1118-49 Steps north side 50,684.2 Good 100 sq. ft.
Yellow paint

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIbDwAY

(.ﬂ-THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 5, 1993
> BUILDING NUMBER BUILDING NAME . . BUILDING DESCRIPTION
5350 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR i . TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL .
ID NO© SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

- “\lis assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
\aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 5, 1993
(\ /- BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5350 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693C
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1105-14 Exterior south wall 103.0 Good 350 sq. ft.

White paint on wall

L1105-15 Exterior south side 108.9 Fair 125 sq. ft.
Brown paint on door

L1105-16 Interior 78,356.7 Good 100 sq. ft.
Gray paint on voltage box

L .
is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“-also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

- .THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES cOLLECTED: November 3, 1993
< ,,/ BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5360 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR , TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Corrugated transite roof 60% Chrysotile No Good 150 sq. ft.
sample Same as sample A1029-3,
collected building 225

(1/2 transite - 1/2 tin)

* is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

--THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 3, 1993
BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5360 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 111593K
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
No Exterior 35,489.7 Good 125 sq. ft.
sample Brown paint on door - same as sample
collected L1103-1, building 5361
No Interior 1,445.2 Fair 150 lin. ft.
sample Green paint on beams - same as sample
collected L1103-2, building 5361
No Interior 471.5 Fair 100 sq. ft.
sample Gray paint on voltage box - same as sample
collected L1102-18, building 400
L1103-3 Exterior south wall 575.8 Good 650 sq. ft.
White paint

< -is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
““also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

- THE SZARAS COMPANIES. PAGE 10f 1° DATE SAMPLES cOLLECTED: November 3, 1993
( - BUILDING NUMBER BUILDING NAME BVUILDING DESCRIPTION
5361 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Roof 60% Chrysotile No Fair 275 sq. ft.
sample Transite panels - same as sample
collected A1029-3, building S225

NOTE: 3 pieces of transite panels
on ground

- ** is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
Q waterials also contain asbestos and should be treated as such.

e



.. .,THE SZARAS COMPANIES

AN

LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

PAGE 1 of 1 DATE SAMPLES COLLECTED: November 3, 1993

BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5361 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593K
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1103-1 Exterior 35,489.7 Poor 100 sq. ft.
Brown paint on door
L1103-2 Interior ceiling center beam 1,445.2 Fair 180 lin. ft.
Green paint on beam
No Interior 4715 Good 100 sq. ft.
sample Gray paint on voltage boxes - same as sample
collected L1102-16, building 400

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~-dlso contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

- THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 9, 1993
( .- BUILDING NUMBER BUILDING NAME . BUILDING DESCRIPTION
5378 Electrical Sub-Station 1Story
TSC PROJECT NUMBER TSC INSPECTOR . TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample ,
collected

TN

. -* is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( iterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 10f 1 DATE sAMPLES coLLEcTED: November 9, 1993
" BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5378 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1109-36 Interior south side 2,581.4 Fair 100 sq. ft.

White paint on door jamb

Is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~~also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLEcCTED: November 6, 1993
- ’,/ BUILDING NUMBER BUILDING NAME BUILDING DE:SCRIPTION
5379 Navigational Lights Lighting Boxes
TSC PROJECT NUMBER TSC INSPECTOR . TSC LABORATORY ID NoO.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

aterials also contain asbestos and should be treated as such.

< " is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.- THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 6, 1993
(\ BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5379 Navigational Lights Lighting Boxes
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693K
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1106-1 Exterior west side of box 5,492.8 Good 200 sq. ft.

Black paint on box

L1106-2 Exterior 53,004.8 Good 1,200 sq. ft.
Orange paint on box

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“-also contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

(,» “THE SZARAS COMPANIES k PAGE 1 of 1 DATE SAMPLES COLLECTED: November 9, 1993
. .AS?BUII.DING NUMBER BUILDING NAME BUILDING DESCRIPTION
5392 Balloon Inflation/AV| Meteor Facility Storage 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 12393
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-9 Exterior debris None detected No Poor 300 sq. ft.
Tar paper
A1109-10 Roof None detected No Poor 300 sq. ft.
Gray shingle

v‘/’ Y

- ™ is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( waterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES COLLECTED: November 9, 1993
(\ - BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5392 Balloon Inflation/AVI Meteor Facility Storage 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT

AVI Metor Facility Storage

INTERIOR:
L1109-28 Door north side 1,800.5 Poor 30 sq. ft.
Green paint
EXTERIOR:
L1109-29 North side 11,216.5 Fair 30 sq. ft.
~ White paint on door
L1109-30 North side - 3,550.0 Poor 1,500 sq. ft.
White paint on wall
(‘ " No North side 158,450.0 Fair 20 sq. ft.
' sample Brown paint on trim
collected Same as sample L1109-31, building 5393

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIiDWAY

.- THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 9, 1993
<\‘ BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
’ 5393 Hydrogen Generator/AVI Meteor Facility 1 Story
TSC PROJECT NUMBER' TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-11 Exterior debris south of building None detected No Poor 50 sq. ft.

Green shingle

- ™ is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
aterials also contain asbestos and should be treated as such.



LLEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.- THE SZARAS COMPANIES PAGE 10f1 DATE SAMPLES coLLEcCTED: November 9, 1993

BUILDING NUM&ER BUILDING NAME BUILDING DESCRIPTION
5393 Hydrogen Generator/AVI Meteor Facility 1 Story

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID NO.
865 J. Kain and B. Kain 112393H

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1109-31 Hydrogen generator exterior south side 217.0 Fair 75 sq. ft.

Brown paint on door

Note: No paint on exterior or interior

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~~also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

—-THE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLES coLLECTED: November 1, 1993
, N
( ;j}\UlLDlNG NUMBER ‘ BUILDING NAME BUILDING DESCRIPTION
5399 Electrical Distribution 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
IDNO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Roof, corrugated transite panels 60% Chrysotile No Good 75 sq. ft.
sample Same as sample A1029-3,
collected building $225

.~ Is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
Q erials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

-~ THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 1, 1993
(ﬁ . BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
5399 Electrical Distribution 1 Story
TSC PROJECT MUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION  RESULTS (PPM) CONDITION AMOUNT
L1101-2 Exterior south wall 798.9 Fair 350 sq. ft.

Off-white paint on block wall

k ‘is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
—also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

._THE SZARAS COMPANIES PAGE 10of 1 DATE saAMPLES coLLEcCTED: November 8, 1993

3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6168 Concrete Pad Concrete Pad

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1108-11 Debris Tile - 15% Chrysotile No Poor 2,000 sq. ft.
Red floor tile Mastic - None detected

- *is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

.- THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 8, 1993
SUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6168 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE . ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
No No paint on pad N/A
sample
collected

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
--also contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES CoOLLECTED: November 8, 1993
3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6169 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1108-9 Debris Tile - 16% Chrysotile No Poor 2,000 sq. ft.
Green floor tile Mastic - None detected
A1108-10 Debris Tile - 15% Chrysotile No Poor 2,000 sq. ft.
Black floor tile Mastic - None detected

1/ N

s assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
( _aterials also contain asbestos and should be treated as such.



ILEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

... THE SZARAS COMPANIES PAGE 1of 1 DATE SAMPLES coLLECTED: November 8, 1993
" BUILDING NUMBER BUILDING NAME BVUILDING DESCRIPTION
6169 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.

865 J. Kain and B. Kain N/A

SAMPLE ANALYTICAL

iD NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT

No No paint on pad N/A
sample
coliected

( ’ 5 assumed. that anywhere the above identified lead based paint materials are found in the building, that those materials
“-also contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 8, 1993
J 3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION

6171 Concrete Pad Concrete Pad

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1108-7 Debris Tile - 12% Chrysotile No Poor 2,000 sq. ft.
Red floor tile Mastic - <1% Chrysotile
A1108-8 Debris 3% Chrysotile : No Poor 2,000 sq. ft.

Green floor tile

(,

;,r 4

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

_-THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 8, 1993
(‘_ 3VILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6171 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (peM) CONDITION AMOUNT
No No paint on pad N/A
sample
collected

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~-also contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 8, 1993
- ))BUII.DING NUMBER BUILDING NAME BUILDING DESCRIPTION
6172 Concrete Pad Concrete Pad
TSC PROJEC'_I' NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
ID NO© SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
A1108-4 Debris 30% Chrysotile No Poor 2,000 sq. ft.
Red floor tile

(

L

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

- THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 8, 1993
s : ' IVILPING NUMBER BUILDING NAME BUILDING DESCRIPTION
6172 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No No paint on pad N/A
sample :
collected

s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~—also contain lead and should be treated as such.



O |
/ ' |



ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

_THE SZARAS COMPANIES PAGE 1 of 1| DATE SAMPLES coLLEcTED: November 8, 1993
) // 3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6173 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
A1108-5 Debris Tile - 15% Chrysotile No Poor 2,000 sq. ft.
Red floor tile Mastic - 25% Chrysotile

(.

r

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

.- THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLEcTED:November 8, 1993
- BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6173 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID NoO.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
No No paint on pad N/A
sample
collected

(, is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~—also contain lead and should be treated as such.



o



ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

_ THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLEcTED: November 8, 1993
/ 3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6174 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR ' TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1108-1 Debris 2% Chrysotile No Poor 2,000 sq. ft.
Black floor tile
A1108-2 Debris Tile - 10% Chrysotile No Poor 2,000 sq. ft.
Red floor tile Mastic - None detected
A1108-3 Debris 18% Chrysotile No Poor 2,000 sq. ft.

Black tar on floor tile

.

\<r/

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MibDwAY

_—~THE SZARAS COMPANIES PAGE 10of 1 DATE SAMPLES coLLECTED: November 8, 1993
\‘\_ . BUILDIING NUMBER BUILDING NAME BUILDING DESCRIPTION
6174 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ib NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
No No paint on pad N/A
sample
collected

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
“--dlso contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoOG

NAF MIDWAY
THE SZARAS COMPANIES

PAGE 1 of 1 DATE SAMPLES coLLEcCTED: November 8, 1993
3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6176 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1108-12 Debris 1. Tile - 1-2% Chrysotile No Poor 2,000 sq. ft.
1st layer thick black floor tile

Mastic - 10% Chrysotile
2. Tile - 5% Chrysotile
Mastic - 8% Chrysotile

2nd layer green floor tile

is assumed that anywhere the above identified asbestos containing building materials are found in the bmldlng, that those
“naterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.. THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLEcTED: November 8, 1993
3UVILDING NUMBER BUILDING NAME ‘ BUILDING DESCRIPTION
6176 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR

TSC LABORATORY ID No.

865 J. Kain and B. Kain N/A

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDIT]ON AMOUNT
No No paint on pad N/A
sample
collected

s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
iSO contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 10of 1 DATE SAMPLES cOLLECTED: November 8, 1993
(v\ / 3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6325 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
A1108-17 Debris Tile - 10% Chrysotile No Poor 2,000 sq. ft.
Green floor tile Mastic - 2% Chrysotile
(e

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

.--THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 8, 1993
4
(\; < 3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6325 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PpM) CONDITION AMOUNT
No No paint on pad N/A
sample
collected

< is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
~-diso contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 1 of 2 DATE SAMPLES COLLECTED: October 27, 1993
» 3UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6346 George Cannon School 2 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1027-1 Exterior south entrance 1st floor None detected No Poor 25 sq. ft.

Brown on-skid flooring on steps

A1027-2 Interior south side Home Economics Tile - 15% Chrysotile No Good 1,400 sq. ft.
Charcoal with dark green and white Mastic - 7%
9" x 9" floor tile Chrysotile
A1027-3 Interior south side Home Economics 50% Chrysotile No Good 30 sq. ft.

Brown mastic on wall

A1027-4 Interior south side 1st floor <1% Chrysotile No Fair 700 sq. ft.
"Aqua green with white
12" x 12" floor tile

A1027-5 Interior southeast side 1st floor None detected Yes Fair . 150 lin. ft.
Pipe lagging , (mix next
two)
( - A1027-6 Interior southeast side water heater 40% Amosite Yes Fair See above

e room 1st floor
Pink pipe lagging

A1027-7 Interior southeast side water heater Tile - 5% Chrysotile Yes Fair See above
room 1st floor Mastic - 3%
Beige pipe lagging Chrysotile
A1027-8 Interior east wing laboratory room #1 | Tile - 5% Chrysotile No Fair 16,000 sq. ft.
v 1st floor Mastic - 3%
Charcoal with white 9" x 9" floor tile Chrysotile
A1027-9 Interior east wing laboratory room #1 None detected No Fair 50,000 sq. ft.
1st floor
Concrete wall
A1027-10 Roof east wing None detected No Good 16,000 sq. ft.

Rock, tar and core roofing

A1027-11 Roof east wing vent hood on None detected No Good 100 sq. ft.
laboratory vent
Tar with cloth wrap

A1027-12 Roof east wing None detected No Good 50 sq. ft.
' Tar on vent on wouthend

(.

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as



ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 2 of 2 DATE SAMPLES cOLLECTED: October 29, 1993

- 3UILDING NUMBER

6346

BUILDING NAME
George Cannon School

BUILDING DESCRIPTION

. 2 Story

TSC PROJECT NUMBER

TSC INSPECTOR

TSC LABORATORY ID No.

865 J. Kain and B. Kain 110893N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1027-13 Green house 1st floor None detected No Good 25 sq. ft.
Black tar on roof
A1027-14 Breezeway west wing 1st floor 60% Chrysotile Yes Fair 500 lin. ft.
Pipe lagging - 4" OD pipe
A1027-15 | Classroom west wing 2nd room from None detected No Fair Unknown
south end 1st floor
Electrical wiring
A1027-16 Classroom west wing 3rd room from None detected Yes Fair 2,2240 sq. ft.
south end 1st floor
2' x 4' ceiling tile loose on floor
280 panels
A1027-17 Classroom west wing 4th room from None detected No Fair 36,000 sq. ft.
south end 1st floor
a Concrete on ceiling
- A1027-18 Classroom west wing 4th room from | Tile - 8% Chrysotile No Fair 20,000 sq. ft.
south end 1st floor Mastic - 2%
Charcoal/white 9" x 9" floor tile Chrysotile
A1027-19 Outside west wing on breezeway None detected No Poor 160 sq. ft.

between room 4 and 5 2nd floor
Tar on top of green lockers

,‘is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
“materials also contain asbestos and should be treated as such.




LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

. THE SZARAS COMPANIES PAGE 1 0of 2 DATE SAMPLES cOLLECTED: October 27, 1993
/ BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6346 George Cannon School 2 Story
TSC PROJECT NUMBER TSC INSPEGTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1027-1 Exterior south side Room C 1st floor 34,619.6 Poor 40,000 sq. ft.

Yellow paint on outside walls

L1027-2 Exterior south side Room C 1st floor 8,020.2 Poor 75 sq. ft.
Green paint on door

L1027-3 Exterior south side Room D 1st floor 2,895.6 Poor 75 sq. ft.
Purple paint on door

L1027-4 Exterior south side Room E 1st floor 11,035.0 Poor 75 sq. ft.
White paint on door

L1027-5 Exterior south side Room B 1st floor 29,010.8 Poor 75 sq. ft.
White paint on door

( L1027-6 Exterior south side 45,200.0 Poor 75 sq. ft.
i Yellow paint on door

L1027-7 Interior south side Home Economics Room 6,806.4 Poor 3,800 sq. ft.
1st floor
Yellow paint on doorjamb into restroom

L1027-8 Interior south side Home Economics Room 375.0 Poor 20,000 sq. ft.
1st floor
White paint on ceiling

L1027-9 Interior south side 1st floor 107.2 Good 12,100 sq. ft.
White paint on wall tile

L1027-10 Interior south side 1st floor 44,770.4 Good 3,000 sq. ft.
Blue/green paint on cabinets

L1027-11 East wing southeast side breezeway 1st floor 31,1919 Poor 4,800 sq. ft.
Dark green paint on lower 4 ft. and post

L1027-12 East wing laboratory Room 1, 1st floor 1,536.5 Poor 12,600 sq. ft.
Peach paint on walls

( is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
—«iso contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

_.THE SZARAS COMPANIES PAGE 2 of 2 DATE SAMPLES COLLECTED: October 27, 1993

3UVILDING NUMBER

BUILDING NAME

BUILDING DESCRIPTION

6346 George Cannon School 2 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893M
SAMPL.E ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1027-13 East wing north end of classroom #6 4,208.3 Poor 1,200 sq. fi.
2nd floor
Light blue paint on north wall
L1027-14 East wing, #197 fire exit, wall outside 4,000.5 Good 120 sq. ft.
classroom #5, 2nd floor
Red paint on wall
L1027-15 East wing north end stairwell 2nd floor 1,846.4 Good 800 sq. ft.
Gray paint on stairwell
L1027-16 East wing classroom #3, 2nd floor 48,400.0 Fair 500 sq. ft.
Kelly green paint on doorjamb
L1027-17 East wing south end by stairwell classroom #1 9,578.6 Poor 800 sq. ft.
2nd fioor
B Yellow paint on wall
. L1027-18 Roof southeast side east wing 197,367.0 Good 14 caps
Lead vent pipe cap
L1027-19 West wing electrical room 1st floor 1,903.2 Fair 20 sq. ft.
Blue paint on the electrical box
1.1027-20 West wing electrical room 1st floor 27,500.0 Fair 200 sq. ft.
' Grey paint on transformer
L1027-21 ‘West wing electrical room 1st floor 217,180.0 Good 20 sq. ft.
Orange paint on electrical box
No Solid lead toilet seals laying loose N/A
sample Most toilets removed or broken
collected
L1027-22 West wing classroom #4, 1st floor 311.8 Fair 16,000 sq. ft.
White paint on ceiling/concrete

+s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials

~-also contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

(

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 8, 1993
‘ WILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
6348 CPO Club 1 Story

| TSC PROJECT NUMBER

TSC INSPECTOR

TSC LABORATORY ID No.

865 J. Kain and B. Kain 111693L
SAMPLE ANALYTICAL
1D NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR:
A1108-18 South side entrance way Tile - 12% Chrysotile No Poor 2,100 sq. ft.
Black with white 9" x 9" floor tile Mastic - <1% Chrysotile
A1108-19 South side women's restroom None detected No Poor 250 sq. ft.
Gold and white 12" x 12" floor tile
A1108-20 West side of galley Tile - None detected No Fair 144 sq. ft.
Reddish/brown 12" x 12" floor tile Mastic - 8% Chrysotile
A1108-21 West side of galley Tile - <1% Chrysotile No Fair Included
Off-white 12" x 12" floor tile Mastic - <1% Chrysotile Mixed with
A108-18
—~ A1108-22 Northwest side of bar Tile - 10% Chrysotile No Poor
( Red 9" x 9" floor tile Mastic - <1% Chrysotile
A1108-23 ~ North side patio Tile - 4% Chrysotile No Poor 2,100 sq. ft.
Green 9" x 9" floor tile Mastic - 5% Chrysotile
A1108-24 North side bar Tile - 2% Chrysotile No Poor 500 sq. ft.
: Off-white 9" x 9" floor tile Mastic - <1% Chrysotile
A1108-26 South side 3% Chrysotile Yes Fair Pipe runs in
Outside women's restroom 15% Amosite 3’;" a;‘e‘i’"ﬁbm’e
White pipe elbow insulation P 9
A1108-27 South side 3% Chrysotile Yes Poor Same as
White pipe lagging 20% Amosite A1108-26
EXTERIOR:
A1108-25 Roof None detected No Fair 4,000 sq. ft.
Rock roof/roof core

&,As assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.

i
Vi




LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 2 DATE SAMPLES coLLECTED: November 8, 1993

( ‘ JUILDING NUMBER BUILDING NAME ’ BUILDING DESCRIPTION
S 6348 CPO Club 1 Story

TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.

865 J. Kain and B. Kain 111693M

SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1108-13 Exterior southwest side 20,394.7 Poor 80 sq. ft.

Blue with green and white paint on flower box

L1108-14 Exterior south side 19,770.4 Poof 1,040 sq. ft.
Blue paint on lower border of wall

L1108-15 Exterior south side by entrance door 2,526.0 Poor 3,328 sq. ft.
White paint on upper section of wall

L1108-16 Interior southwest wall by entrance 1,5658.6 Poor 1,200 sq. ft.
Off-white paint on wall

L1108-17 Interior southeast wall by entrance -~ 1,886.1 Poor 500 sq. ft.
Black paint on baseboard

- '\.1 108-18 Interior southwest wall of restroom 3,115.6 Poor 250 sq. ft.
( Beige paint on wall :

L1108-19 Interior southeast door frame of office 9,395.6 Poor 200 sq. ft.
Brown paint on door frame :

L1108-20 Interior outside men's restroom 1,518.4 Poor 150 sq. ft.
White over brown paint

L1108-21 Interior southeast wall of men's restroom 2,459.2 Poor 250 sq. ft.
Blue paint on wall '

L1108-22 Interior northwest of bar 23,198.9 Poor 250 sq. ft.
Olive green paint on wall

L1108-23 : Interior north side of kitchen 1,336.4 Poor 600 sq. ft.
Beige paint on ceiling

L1108-24 Interior north side of galley/beer storeroom 1,057.6 Poor 1,200 sq. ft.
Gray paint on wall

. s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( ) contain lead and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 20f2 DATE SAMPLES coLLEcTED: November 8, 1993
( \ UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
Sy 6348 CPO Club 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPm) CONDITION AMOUNT
L1108-25 interior north side dining room 5,194.3 Poor 1,600 sq. ft.

Green paint on wall

L1108-26 Interior north side over bar and dining room . 1428 Poor 3,800 sq. ft.
White paint on ceiling

L1108-27 . Exterior northeast side of patio 9,550.6 Poor 864 sq. ft.
Green paint on deck

L1108-28 Exterior north side of patio 9,444 .4 Poor 100 sq. ft.
Red paint on deck

s assumed that anywhere the above identified lead based paint materlals are found in the building, that those materials
)contaln lead and should be treated as such.

/<
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES cOLLECTED: November 1, 1993

( /@UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION

6349 Bunker 1 Story

TSC PROJECT NUMBER

TSC INSPECTOR TSC LABORATORY ID No.

865 J. Kain and B. Kain 110893N
SAMPLE N ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT

A1101-1 Center None detected Yes Good 10 sq. ft.
Gasket on pipe connection, 4 valves

A1101-2 Exterior None detected No Poor Unknown

Tar off top of bunker
portion of bunker buried
A1102-3 Interior in the center None detected No Poor 300 lin. ft.

Black material on pipe

(-

S
It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.




LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 1, 1993
( 77' ‘UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
S 6349 Amo Bunker 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPPM) CONDITION AMOUNT
L1101-1 Interior center cross section 247.8 Poor 13,000 sq. ft.

White paint on wall

r/ﬁ\\

_Is assumed that anywhere the above identified lead based paint materials are found in the building, that those materlals
v contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10of 1 DATE SAMPLES coLLEcTED: November 14, 1993
< ) UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
o 6350 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393J
SAMPLE ANALYTICAL
ib NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1114-7 Debris on concrete pad 2% Chrysotile No Poor 25 sq. ft.

Green floor tile

(

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 14, 1993
< ) .UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
) 6350 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393F
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No No paint N/A
sample
collected

s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( ) contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES cOLLECTED: November 8, 1993
‘ )UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
~ 6352 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Concrete Pad N/A
sample
coliected

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such. ‘




LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 8, 1993
( \BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
. 6352 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No No paint on pad N/A
sample
collected

. is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( » contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIbDwWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 8, 1993
( )UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
T 6353 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ' ANALYTICAL .
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample Clean pad
collected

(.

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 0f 1 DATE SAMPLES coLLECTED: November 8, 1993
—
( JVILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
~ 6353 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE

ANALYTICAL

ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (ppm) | CONDITION AMOUNT

No No paint on pad N/A
sample
collected

_.is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( * contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLEcTED:Novembert 8, 1993
( "1UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
- 6354 : Bunker 1 Story Concrete
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693L
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No Interior 80% Chrysotile Yes Good 20 sq. ft.

sample Gasket - same as sample A1102-7,

- collected building 5150

(

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.




LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1of 1 DATE SAMPLEsS coLLEcTED: November 8, 1993
( (BUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
' 6354 Bunker 1 Story Concrete
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693M
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1108-1 Exterior 17,040.8 Fair 160 sq. ft.

Green paint on fence

L1108-2 Interior 672.0 Poor 10,000 sq. ft.
White paint on walls

. 's assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( (‘o contain lead and should be treated as such.
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 ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 23, 1993
( ‘\}UII.DING NUMBER BUILDING NAME BUILDING DESCRIPTION
R 6395 Tacan Facilities 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 120293C
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1123-2 Roof, south side ' 60% Chrysotile No Poor 700 sq. ft.

Roof core, rock roof

Itﬂyis assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 23, 1993
7 .
( JUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
p 6395 Tacan Facilities 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 120293A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
INTERIOR:
L1123-6 Equipment room east wall 267 1 Fair 2,400 sq. ft.
Green paint
L1123-7 Equipment room east wall 15,045.2 Poor 700 sq. ft.

White paint on ceiling

L1123-9 Transformer room 12,594 .1 Poor 300 sq. ft.
Gray paint on door ‘

Exterior:

- L1123-8 East side 775.0 Poor 1,300 sq. ft.
: Off-white paint on wall

"//\\‘

. Is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( > contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 3, 1993
( \UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
O 7140 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111693A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION

RESULTS FRIABLE CONDITION AMOUNT
e e I ——

A1103-18 Gray 9" x 9" floor tile <1% Chrysotile No Poor | 5 000 sq. ft.
see note

A1103-19 Green 9" x 9" floor tile Tile - None detected No Poor
‘ Mastic - 4% Chrysotile

A1103-20 Red 9" x 9" floor tile Tile - 8% Chrysotile No Poor
Mastic - None detected

NOTE: Floor tile is mixed up in the
dirt around pad.

(
It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.




LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 3, 1993
K UWILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
: 7140 Concrete Pad Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A

SAMPLE ANALYTICAL

ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT

No No paint on pad N/A
sample
collected

5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( ¥ contain lead and should be treated as such.






ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10of 1 DATE SAMPLES cOLLECTED: November 9, 1993
(” * ‘UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
: 8103 Receiver Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 1123931
SAMPLE ANALYTICAL
iD NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-3 Interior south side Tile - 3% Chrysotile No Fair 450 sq. ft.
Off-white 12" x 12" floor tile Mastic - 4%
Chrysotile
A1109-6 Roof north end None detected No Good 450 sq. ft.

Core and rock roof

(-
Itls assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.




LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES cCOLLECTED: November 9, 1993
( \ UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
R 8103 Receiver Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PrM) CONDITION AMOUNT
L1109-18 Interior north wall 382.8 Poor 850 sq. ft.

Eggshell paint

L1109-19 Interior west door 1,145.0 Poor 75 sq. ft.
Eggshell and gray paint

L1109-20 Exterior west side 225.0 Poor 400 sq. ft.
Red deck paint on step

.8 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( » contain lead and should be treated as such.
-
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 9, 1993
( ) “}UH.DING NUMBER BUILDING NAME BUILDING DESCRIPTION
R 8104 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 dJ. Kain and B. Kain 112393
SAMPLE : ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-4 Roof south side None detected No Good 400 sq. ft.
Roof core
A1109-5 Roof south side None detected No Good _ 100 sq. ft.

Tar on seal on edge

(!

It <is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 9, 1993
( ‘\»UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
8104 Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain : 112393H
SAMPLE AN.ALYTICAL.
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPmM) CONDITION AMOUNT
INTERIOR:
L1109-13 North side 383.5 Good 400 sq. ft.
Light brown paint on deck
L1109-15 North wall 219.7 Fair 900 sq. ft.
White paint
L1109-17 North side 781.9 Good 200 sq. ft.

Gray paint on generator

EXTERIOR:

( - 1.1109-14 West side 2125 Poor 800 sq. ft.
Off-white paint on wall

~

L1109-16 Northwest door 200.5 Good 300 sq. ft.
Brown paint on 4 doors

_Is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( " contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 9, 1993
( )UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
S— 8105 Pumping Station Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393|
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-2 Exterior west side around perimeter None detected Yes Fair 500 sq. ft.

Tar on ground

(
It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10l1 DATE SAMPLES COLLECTED: November 9, 1993
(‘ \.\\UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
N 8105 Pumping Station’ Concrete Pad
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE . ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
EXTERIOR;
L1109-9 South side 250.0 Fair 2,100 sq. ft.

Off-white paint on concrete

L1109-10 West side 1,320.0 Good 600 sq. ft.
Dark blue paint on pipes

L1109-11 West side 22,0454 Good 500 sq. ft.
Silver paint on pipes

L1109-12 West side 35,625.0 Poor 80 sq. ft.
Green paint on pedestal

. is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( » contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 9, 1993
( \)UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
» 8106 Electrical Storage Room 1Story
TSC PROJECT NUMBER . TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393|
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1109-1 Roof north side None detected No Good 350 sq. ft.

Core and rock roof

<

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES cOLLECTED: November 9, 1993
( \}\/UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
S 8106 . Electrical Sub-Station 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (rPM) CONDITION AMOUNT
L1109-7 Exterior north side 1,478.9 Poor 800 sq. ft.

Off-white paint on wall

L1109-8 Interior north side 747 .8 Fair 500 sq. ft.
Gray paint on floor

15 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
) contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 2, 1993
( \}"LDING NUMBER BUILDING NAME BUILDING DESCRIPTION
o 8107 PDC Storage/Administration 1 Story Concrete
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR:
A1102-15 South end by air handler None detected Yes Fair 50 elbows

White pipe elbow insulation

A1102-16 South end office Tile - 5% Chrysotile No Poor 300 sq. ft.
Dark brown with white and red 9" x 9" | Mastic - 6% Chrysotile
' floor tile

A1102-17 South end entrance 7% Chrysotile No Poor 1,000 sq. ft.

Green 9" x 9" floor tile

No Suspended ceiling tile None detected Yes Good 2,600 sq. ft.
sample Same as sample A1102-11,
collected building 8108
--A1102-18 ' South wall None detected Yes Fair 300 lin. ft.
( } White pipe lagging
A1102-19 Drywall None detected Yes Poor 1,200 sq. ft.
EXTERIOR: '
A1102-20 Roof None detected No Fair 120 sq. ft.
Tar seal
A1102-21 Roof None detected No Fair 6,500 sq. ft.

Roof core over felt roof

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 2, 1993

( 'VILDING NUMBER BUILDING NAME BUILDING DESCRIPTION

o 8107

PDC Storage/Administration

1 Story Concrete

TSC PROJECT NUMBER

TSC INSPECTOR

TSC LABORATORY ID No.

865 J. Kain and B. Kain 111593l
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1102-32 Interior south wall v 12,1134 Poor 1,600 sq. ft.
Air handler
White paint on wall
L1102-33 Interior south wall 5,470.0 Poor 1,000 sq. ft.
Classified Material Control
Dark green paint on wall
L1102-34 Interior south wall 4,969.8 Poor 650 sq. ft.
Officer in charge
Yellow paint on wall
L1102-35 Exterior east door 24,653.1 Poor 90 sq. ft.

(Sign on door "Emergency Shower")
Red paint on door

L1102-36 Interior
Beam for 3,000 Ib. hoist
Yellow and black paint

127,911.8 Good 100 lin. ft.

- 11102-37 Interior north end 3,257.3 Fair 100 sq. ft.
( Blue paint on circuit breaker box
L1102-38 Interior north end 183,762.9 Poor 700 sq. ft.
Old boiler room
Light gray paint on lower section of wall
No Lead wiring N/A Good Unknown
sample (underground)
collected
No Lead vent seals (3) N/A Good 3 vents
sample
collected

s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( ; contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 2, 1993
K \)UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
“r 8108 Hazardous Waste Storage 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593J
SAMPLE ' ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
EXTERIOR:
A1102-9 Stall #25 None detected No Poor 75 sq. ft.

Door on vault
Concrete in vault door

A1102-10 Stall #25 95% Chrysotile Yes Poor 40 sq. ft.
Door south end
Gasket seal around vault door

A1102-11 Stall 24 None detected Yes Fair 4,300 sq. ft.
White ceiling panel

A1102-12 Stall 20 on floor 25% Chrysotile No Fair 100 cu. ft.
Green transite in stack (new)

-~ ~~{\1 102-13 Stall 20 on floor 35% Chrysotile No Fair 100 cu. ft.
( : Gray transite in stack (new)

A1102-14 Roof over Stali 22 None detected No Fair 4,300 sq. ft.
Roof core side

( h!
It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 0of 1 DATE SAMPLES COLLECTED: November 2, 1993
(ﬂ ’ )UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
e 8108 Hazardous Waste Storage 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY 1D No.
865 J. Kain and B. Kain 111593|
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (pPM) CONDITION AMOUNT
L1102-31 Exterior south end 43,350.0 Poor 2,000 sq. ft.

Red paint on vault door, stall #25

_ .S assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
t 1 contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES COLLECTED: November 2, 1993
‘ ) WILDING NUMBER BVUILDING NAME BUILDING DESCRIPTION
S 8109 Guard Tower 2 Story Concrete Block
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593J
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1102-8 Roof north side None detected No Fair 400 sq. ft.

Lower roof core

< )
It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES COLLECTED: November 2, 1993
( \T»,UILDING NUMBER BUILDING NA’I‘VIE BUILDING DESCRIPTION
i 8109 Guard Tower 2 Story Concrete Block
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 111593I
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (rPM) CONDITION AMOUNT
L1102-25 Exterior wall main floor 781.0 Poor 1,200 sq. ft.

Peach paint on concrete wall

L1102-26 Exterior steps 40,475.0 Poor 200 sq. ft.
Red paint on handrail

L1102-27 Interior 2nd floor 6,500.9 Poor | 260 sq. ft.
Dark green paint on metal

L1102-28 Interior 2nd floor 2,063.1 Poor 1,000 sq. ft.
Light green paint on metal

L1102-29 interior 2nd floor 2,056.0 Poor 500 sq. ft.
White paint on wall

( - L1102-30 Interior 2nd floor 2,041.2 Poor 10 sq. ft.
’ Red paint on wall behind fire extinguisher

. _is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
"5 contain lead and should be treated as such.

s
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 18, 1993
(m;*llLDING NUMBER BUILDING NAME BUILDING DESCRIPTION
NS 9135 Storage Shed 1 Story
TSC PRO-JECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
' 865 ‘J. Kain and B. Kain N/A
SAMPLE - ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample )
collecteed
( .

‘s assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
_-aterials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 0f 1 DATE SAMPLES COLLECTED: November 18, 1993
p
( {WUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
‘ 9135 Storage Shed 1 Story
TSC PRO.JECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No Tin room/poles N/A
sample No paint
coliected

_ is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( "y contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 1, 1993
< : 3 . ILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
—_ 9137 Concrete Tunnel 1 Story
TSC PROJECT NUMBER ) TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 110893N
SAMPLE ‘ ANALYTICAL
ID NoO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONPITION AMOUNT
A1101-4 Exterior north side None detected No Fair 100 sq. ft.

Black tar seal

( Yy
It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLEcTED: November 1, 1993
S
( SUILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
. J
> 9137 Concrete Tunnel 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
No No paint N/A
sample
collected

_.+s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( } contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLEcTED: November 5, 1993
( ILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
9144 Barbecue Pit/Recreation Shed 1 Story Block

TSC PROJECT NU MBER TSC INSPECTOR TSC LABORATORY ID NO.
: 865 J. Kain and B. Kain N/A

SAMPLE ANALYTICAL

ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

(

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
' NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 5, 1993
(’ B “-UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION

~ 9144 Barbecue Pit/Recreation Shed 1 Story Block

TSC PROJECT NUMEER TSC INSPECTOR TSC LABORATORY ID No.

865 J. Kain and B. Kain 111693C
‘ SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (ppPm) CONDITION AMOUNT
L1105-42 Interior north wall 1,880.1 Poor 300 sq. ft.

White paint on wall

L1105-43 Exterior north wall 1,511.1 Poor 250 sq. ft.
Blue/green paint on trim

L110545 | Exterior north wall 516.0 Poor 300 sq. ft.
Beige paint on block

L1105-46 Exterior east door 5,423.7 Poor 100 sq. ft.
Pink beige paint on door

1s assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
< ' contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 9, 1993
J—
C \}LH-DING NUMBER BUILDING NAME BUILDING DESCRIPTION
o 9145 TACAN Building 1 Story
TSC PRO JECT NU MBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393|
SAMPLE ) ANALYTICAL
' ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
INTERIOR: .
A1109-12 West wall None detected Yes Good 400 sq. ft.

12" x 12" wall tile

A1109-13 East wall None detected No Good 250 sq. ft.
Off-white with shades of brown
12" x 12" wall tile

ROOF:
A1109-14 North side None detected No Good 500 sq. ft.
Roof core
- §1 109-15 North side None detected No Good 100 sq. ft.
( Tar seal on edges

(

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES cOLLECTED: November 9, 1993
(f }UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
e 9145 Tacan Building 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 : J. Kain and B. Kain 112393H
SAMPLE ANALYTICAL
iD No SAMPLE LOCATION / DESCRIPTION RESULTS (PpM) CONDITION AMOUNT
INTERIOR:
L1109-32 Southwest wall 235.2 Good 200 sq. ft.
Green paint
EXTERIOR:
L1109-33 Northeast side 228.4 Good 900 sq. ft.

Off-white paint on wall

L1109-34 South wall 403.1 Good 350 sq. ft.
Brown paint on door

~11109-35 Northeast side of building 36,0789 Good 100 sq. ft.
( ' Gray paint on transformer

is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( ) contain lead and should be treated as such.



SP16 'ON '9078 | NYOVL

ANVISI AVWGIN - ALITIOVS ¥IV TVAVN
NOILVHOQUOD LINIWIOVNYW OINNDId

NVld 80014
he~
patl™
. ] C _ C
¢ leg -
LIl ¢l- Xe-
Lony bott?
] -
bou
WOOY ro.rémzmw WOOH LNIWNYLISNI
4 | [ ] [
el'ht s
boltt

~C







ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 17, 1998
( ’.-!JILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
S 9146 Steam Plant Laundry 1 Story
TSC PROJECT NUMEBER TSC INSPECTOR TSC LABORATORY ID NoO.
865 J. Kain and B. Kain 113093D
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
A1117-33 Exterior north side 75% Chrysotile Yes Poor 10 sq. ft.
Gasket debris in dirt
A1117-34 Roof and sides on north side of 22% Chrysotile No Good 3,000 sq. ft.
building

Corrugated transite siding

A1117-35 Interior northwest side 55% Chrysotile Yes Poor 11 lin. ft.
White 7" pipe lagging

A1117-36 Interior south side None detected Yes Good 400 sq. ft.
White insulation on generator

\//‘\\

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.



LEAD BASED PAINT SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 17, 1993
(i \}UILDING NUMBER BUILDING NAME BUILDING DESCRIPTION
9146 Steam Plant Laundry 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 113093C
SAMPLE ANALYTICAL.
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
INTERIOR:
L1117-51 North side 15,542.2 Poor 1,050 sq. ft.

Light green paint on deck

L1117-52 North side 321,195.6 Fair 120 sq. ft.
Orange paint on platform S

L1117-53 Steam generator #1 north side 17,9255 Good 800 sq. ft.
Silver paint on generator

-5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
‘» contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 1 of 1 DATE SAMPLES coLLECTED: November 1, 1993
( ‘)UILDING NUMBER BUILDING NAME BUILDIN;; DESCRIPTION
< 9148 Tank Tank
TSC PROJECT NUMBER TSC INSPECTOR TSC LLABORATORY ID No.
865 J. Kain and B. Kain 110893N
SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE CONDITION AMOUNT
A1101-6 Exterior of tank None detected Yes Good 3 sq. ft.

Gasket to cover

()

It is assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
materials also contain asbestos and should be treated as such.
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"LLEAD BASED PAINT SAMPLING LoOG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLEcTED: November 1, 1993

‘}UII.DING NUMBER BUILDING NAME BUILDING DESCRIPTION

' 9148 Fuel Tank Tank
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.

865 J. Kain and B. Kain 110893M
SAMPLE ANALYTICAL
ID No SAMPLE LOCATION / DESCRIPTION RESULTS (PPM) CONDITION AMOUNT
L1101-6 Exterior south side 881.3 Good 880 sq. ft.
Silver paint on tank
L1101-7 Exterior south side 41,9011 Good 40 sq. ft.

Black paint on beam

. is assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
) contain lead and should be treated as such.
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ASBESTOS BULK SAMPLING LoG
NAF MIDWAY

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES cOLLECTED: November 15, 1993

}JILDING NUMBER BUILDING NAiﬁE BUILDING DESCRIPTION
A 9149 Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.

865 J. Kain and B. Kain N/A
SAMPLE ANALYTICAL .
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS FRIABLE | CONDITION AMOUNT
No No suspect ACM N/A
sample
collected

's assumed that anywhere the above identified asbestos containing building materials are found in the building, that those
< At\erials also contain asbestos and should be treated as such.

s
J



LEAD BASED PAINT SAMPLING LoG
NAF MipwAy

THE SZARAS COMPANIES PAGE 10f 1 DATE SAMPLES coLLECTED: November 15, 1993
(H‘ ’UlLDING NUMBER ' BUILDING NAME BUILDING DESCRIPTION
/ 9149 Pump House 1 Story
TSC PROJECT NUMBER TSC INSPECTOR TSC LABORATORY ID No.
865 J. Kain and B. Kain 112393E
- SAMPLE ANALYTICAL
ID NO SAMPLE LOCATION / DESCRIPTION RESULTS (prm) CONDITION AMOUNT
INTERIOR:
L1115-20 East wall 5,300.0 Poor 300 sq. ft.
. Beige paint
L1115-21 Center of building None detected Good 100 sq. ft.
Blue/gray paint on pump
L1115-22 Red with yellow paint on poles to support hoist 17,937.5 Good 100 sq. ft.
EXTERIOR:
s 1111523 South side None detected Good 1,800 sq. ft.
( Off-white paint on wall

L1115-24 West side None detected Good 150 sq. ft.
Brown paint on door

No Silver paint on fuel tank 692.6 Good 150 sq. ft.
sample Same as sample L1101-6, building 9148
collected

_ 5 assumed that anywhere the above identified lead based paint materials are found in the building, that those materials
( :contain lead and should be treated as such.

N
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